Monitor

Video Resolution

IPS (720 x 1280), PPI = 293

Connectivity

2.4GHz

Image Aspect

16 : 9 (HD720)

Image Compression

h.264 (frame rate = 18fs)

Operating Range

280 - 300 m

(antenna vertically positioned at
90 °)

Temperature Alert

Yes

Volume Control

7 levels

Brightness

8 levels

Antenna

Rotatable (max. 80 degree)

Power Input

5V /1.5A (1.5mlong USBE C
cable)

Zoom

Zoom In (2X)
Zoom In (4X)

Auto-Pilot
2 Cycles

Two-Way Talk

Yes

Multi-Camera

Max. 4 cameras

Camera

Screen

f20P (1280X720), 3.0M, 1/47

Connectivity

24GHz

Power Input

5V/1.2A, 1. bm-long Micro-USB
cable

Pan-n-Tilt

108 degrees vertical
(Up=90, Down=18)

270 degrees horizontal
(Left =135, Right =135)

Zoom

Zoom In (2X)
Zoom In (4X)

Auto-Pilot

2 Cycles

View Angle

Vertical: 1.5m,
Horizontal: 1.4m

Lens Focal Length

1.5m to infinity

Night Vision

Black & White image,
up to 2m clear range

IRLED

Mon-visible IR LED with
wavelength
940nm (x12 pcs)

Light Sensor

Yes

Two-Way Talk

Yes



