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Specifications subject to change without notice

P3S-1X8 (Single 8" DVC)

Power Handling

Internal Box Volume (ft3/liter)
Overall Dimensions (HxWxD)

)mc(

 16.0"
 (406.0)

19.00"
(482.6)

13.50"
(342.9)

5.25"
(133.4)

3.25"
(82.5)

27.375"
(695.3)

3.25"
(82.5)

13.50"
(342.9)

5.25"
(133.3)

Nominal Impedance
150 watts RMS/300 Peak

0.25 (7.0L)

11.45" x 16.0" x 5.25" – 3.52"
(29.10 x 40.60 x 13.34 – 8.95) 

bottom – top
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P3S-1X12 (Single 12" DVC)

Power Handling

Internal Box Volume (ft3/liter)
Overall Dimensions (HxWxD)

)mc(

Nominal Impedance
400 watts RMS/800 Peak

0.60 (16.99L)

13.5" x 27.375" x 5.25" – 3.25"
(34.29 x 69.53 x 13.34 – 8.25) 

bottom – top

1

P3S-1X10 (Single 10" DVC)

Power Handling

Internal Box Volume (ft3/liter)
Overall Dimensions (HxWxD)

)mc(

Nominal Impedance
300 watts RMS/600 Peak

0.40 (11.33L)

13.5" x 19.0" x 5.25" – 3.25"
(34.29 x 48.26 x 13.34 – 8.25) 

bottom – top

1

3.52"
 (89.5)

11.45"
 (291.0)

5.25"
 (133.4)
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