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STEP 2
Attach the Back (A) to the Seat (B). Ensure the latches fit well. (See Figure 2.)

Figure 2

You can connect two or more recliners by connecting each position with male and female buckle as 
Figure 5 illustrated.

Assembly Instructions  

STEP 4
Flip up the back flap and remove the cables from the Backs (A). Plug all the connecters. 
(See the Figure 4.) 

STEP 5

Figure 4

The headrest leadwires is yellow.
The lumbar leadwires is grey.
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Pull to use the hidden cup holder

Figure 3

Zip up the seat cushion and back cushion.(See the Figure 3.)  
STEP 3

UNZIP ZIP



Assembly Instructions  
Figure 5

Plug the end cord of transformer into the recliner, Then plug the transformer into a nearby outlet. 
Make sure the cord doesn’t touch the mechanism.(See Figure 7.)

STEP 6

Fasten the back flap to the bottom of the furniture. (See Figure 8.)

Connecting power cords with each position. (See Figure 6.)

STEP 7

STEP 8

Figure 8
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Product Protected By Following Patents:
Patented Articulating Power Headrest & Lumbar

US Patent: 10,736,423
Patented Power Hidden Cupholder

US Patent: 10,681,987

Troubleshooting  

00690A

Disassembly Instructions  
To remove the back from the base, use a screwdriver pressing outward on the black tab in the 
metal receivers on both sides of the chair back and lift the back from the base of the chair to release. 

Screwdriver required 
(not included)

P R O B L E M P O S S I B L E  F A C T O R S S O L U T I O N S

Chair doesn’t recline Transformer may not be 
connected well

• Check that the power supply has  
been correctly connected to  

transformer and socket  

• Confirm the wire from chair to 
transformer is firmly connected

Recliner power  
not working

Power outlet on  
wall not functioning

• Check power from  
your wall outlet

• Plug in a different device to make 
sure outlet has power

Headrest or lumbar 
doesn’t work*

Headrest or lumbar motor wires 
may not be properly connected 

inside back flap of chair

• Check that the headrest (yellow) 
and lumbar (grey) motor wires 
have been correctly connected

Connecting the wires to their correct color is 
extremely important

Headrest and lumbar 
doesn’t work*

Headrest and lumbar motor 
plug have been cross connected

• Check that the headrest (yellow) 
and lumbar (grey) motor wires have 

been correctly connected

Connecting the wires to their correct color is 
extremely important


