
Wall Outlets:  All wiring including installation of receptacle must 
be made in accordance with local electrical codes and regulations. 
Electrical outlet should be in reach of line cord.

Note: Aluminum wiring may pose special problems – consult a 
qualified electrician.

Dimensions and Installation Information (in inches) 

For answers to your Monogram,® GE Profile™ or  
GE® appliance questions, visit our website at 
ge.com or call GE Answer Center® service,  
800.626.2000.
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ADER40LN 
GE® ENERGY STAR® Dehumidifier

Total volume and shelf 
area are calculated by 
the Association of Home 
Appliance Manufacturers’ 
standards.

Listed by 
Underwriters 
Laboratories

As an EnErgy STAr® 
partner, gE has determined 
that this product meets the 
EnErgy STAr guidelines 
for energy efficiency.
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Features and Benefits
•	 ENERGY	STAR® qualified 

•	 R-410A	refrigerant

•	 40	Dehumidification	pints	per	day	

•	 Electronic	controls	

•	 Low	temperature	operation	

•	 Front	condensate	bucket	with	water	level	indicator	

•	 Automatic	shut-off	system	when	bucket	fills	

•	 3	Fan	speeds	

•	 Automatic	defrost	control	

•	 External	drain	connector	

•	 Easy	roll	casters	

•	Washable	air	filter

•	 2-	or	4-hour	off	timer

•	Model	ADER40LN	-	Light	cool	grey
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