






24

4. cHr Sp: Stopwatch with  
intermediate times (Split) 
Select function 4.

Start: Press crown.
Stop: Press crown again, read off first 
 intermediate (split) time. Chronograph 
 continues to operate
Start again: Press crown again  
to show elapsed time. Repeat for further 
 intermediate (split) times.
Stop: Press crown, read off total elapsed 
time.
Reset to zero: Press crown and hold for  
at least 3 seconds.

5. cHr ad: Stopwatch with add  
timing mode.
Select function 5.

Start: Press crown.
Stop: Press crown again and read off time.
Start again: Press crown again – and so on.
Reset to zero: Press crown and hold for  
at least 3 seconds.
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6. t2: additional time zone adjustment.
Select function 6.

Pull crown out to position 2.
To adjust by hours: Turn the crown quickly.
To adjust by 1/2 hours: Turn the crown 
 slowly.
Push the crown back to position 1.

Note: Caliber 196 only permits 1-hour 
 adjustments.

to select 24-hour display or Am/pm display.
The watch can display the time in 12-hour 
(AM/PM) or 24-hour mode.
Select Function 6. To check the display 
mode, briefly press the crown once: if A or P 
appears, the time display is in 12-hour 

mode. If no letter appears, the time display 
is in 24-hour mode. To change mode, press 
crown briefly a second time.

7. tm: timer 
Select function 7.

to set countdown start time
Pull crown out to position 2.
a) Hours: Turn crown quickly.
b) Minutes: Turn crown slowly.

to start countdown
Push the crown back to position 1.
When the countdown reaches zero,  
the watch emits an audible signal. To switch 
the signal off, press crown briefly.
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timer memory function.
Pressing the crown automatically resets the 
preprogrammed starting time for the count-
down, and the countdown begins again.

to reset countdown to zero (at any time)
Press crown for at least 3 seconds.

8. to change language and year
Select function 8.

Pull crown out to position 2.
Language: Turn crown quickly.
E = English D = German F = French 
S = Spanish
Year: Turn crown slowly.
Push the crown back to position 1. 

9. to adjust the date
Select function 9.

Pull crown out to position 2.
Month: Turn crown quickly.
Date: Turn crown slowly.
Push the crown back to position 1. 

Note: the month number is stored in the 
 memory but is not continuously displayed;  
it must be set correctly in order  
for the calendar to function properly.
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Self-Winding WatcHeS 
WitH date diSplay 
fig i 
caliberS: 557*, 561, 580, 629, 658**

* On certain models this movement has  
no date display (jewelry version) and only 
the positions 1 and 3 are functional. (FIG. Ib)

ScreW-in croWn
Certain models are fitted with a screw-in 
crown. With these models, the crown must 
be unscrewed before using it to adjust  
any settings. It must then be returned to  
position 1 and screwed back in. With all 
models,  position 1 is the starting point for all 
 manipulations of the crown.

tHe croWn HaS 3 poSitionS

normal position
position 1
The crown is in its normal position if it is 
pressed up against the case (position 1) 
or screwed in. In this position, the crown 
 ensures that the watch is water-resistant  
(if not damaged).

to set the date and day
position 2
Pull the crown out to position 2, turn it 
clockwise or counterclockwise (depending 
on the movement) to set the desired date. 
Push the crown back to position 1. 

Note: Date setting is not recommended 
 between 8 pm and 2 am.
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to set the time
position 3
Pull the crown out to position 3 and turn  
it forward or backward to the desired time. 
Synchronize the seconds by pushing  
the crown back to position 1 to coincide 
with a given time signal. 

**rotating bezel on diver watches (fig. ic) 
The rotating bezel is located under the 
 protective covering of the sapphire crystal 
and can be manipulated with crown B.

Short time measurement
Unscrew crown B. Turn the crown to move 
the 60-minute marker to the position of the 
minute hand. Screw crown B back in place. 
The elapsed time can subsequently be read 
off on the inner rotating bezel.

Self-Winding WatcHeS 
WitH day/date diSplay 
fig ii 
caliberS : 636, 648

tHe croWn HaS 3 poSitionS

normal position
position 1
When pressed up against the case  
(position 1), the crown ensures that the 
watch is  water-resistant (if not damaged).

to set the date
position 2
Pull the crown out to position 2, turn  
it clockwise to set the desired date. Turn  
it counterclockwise to set the desired  
day of the week. Push the crown back  
to  position 1. 

Note: Date setting is not recommended 
 between 8 pm and 2 am.
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to set the date 
position 2
Pull the crown out to position 2 and rotate  
it counterclockwise to the desired date, then 
push the crown back to position 1.

Note: Date setting is not recommended 
 between 8 pm and 2 am.

to set the time
position 3
Pull the crown out to position 3. The small 
seconds hand will stop. Set the correct time 
by turning the crown forward or backward. 
Synchronize the seconds by pushing  
the crown back to position 1 to coincide 
with a given time signal.

chronograph functions
Timing to within 1/8th of a second for  
up to 12 hours.

to set the time
position 3
Pull the crown out to position 3 and turn it 
forwards or backwards to the desired time. 
Synchronize seconds by pushing the crown 
back to position 1 to coincide with a given 
time signal. 

Self-Winding cHronograpH 
WitH date 
fig viii 
caliber: 650

tHe croWn HaS 3 poSitionS

normal position
position 1
When pressed up against the case  
(position 1), the crown ensures that the 
watch is water-resistant (if not damaged).
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Make sure the chronograph hands are  
at zero (Pusher B). 
Pusher A: Start – stop, start – stop etc.
Pusher B: Reset (after a stop).  

Self Winding Split-SecondS  
cHronograpH 
fig ix 
caliber: 663

ScreW-in croWn
This model is fitted with a screw-in crown. 
The crown must be unscrewed before using 
it to adjust any settings. It must then  
be  returned to position 1 and screwed back 
in. Position 1 is the starting point for all 
 manipulations of the crown.

tHe croWn HaS 3 poSitionS
Only positions 1 and 3 are  functional.

normal position
position 1
When pressed up against the case  
and screwed in, the crown ensures that  
the watch is water-resistant.

to set the time
position 3
Pull the crown out to position 3. The small 
seconds hand will stop. Set the correct time 
by turning the crown forward or backward. 
Synchronize the seconds by pushing  
the crown back to position 1 to coincide 
with a given time signal.

chronograph functions
Timing to within 1/8th of a second for  
up to 12 hours.

Make sure the chronograph hands are  
at zero (Pusher B). 
Pusher A: Start – stop, start – stop etc.
Pusher B: Reset (after a stop).  
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3. Press pusher C for the split-seconds hand 
to catch up with the chronograph seconds 
hand.
4. To record a new split time, start from  
step 2 above.
5. Press pusher A to stop the chronograph.
6. Press pusher B to reset.

ImpoRtANt: the split-seconds hand must 
have caught up with the chronograph sec-
onds hand, as explained in step 3 above, 
before the chronograph is reset.

chronograph functions  
with split-seconds
The split-seconds function allows split  
times to be recorded while the chronograph 
is running.
1. Start the chronograph by pressing  
pusher A. 
2. To record a split time, press pusher C. 
The split-seconds hand stops, indicating the 
split time, while the chronograph continues 
running.

Note: the split time should be read imme-
diately, since the chronograph totalizers  
for hours, minutes and seconds continue  
to measure the elapsed time.
While the chronograph is running, do not 
leave the split-seconds hand stopped any 
longer than is necessary to read the split 
time, otherwise the functioning of the split-
seconds mechanism may be affected.
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Scratchproof
High-tech 
diamonds

Scratchproof
High-tech 
ceramics

Scratchproof
Hardmetal

Scratchproof 
Sapphire 
crystal

Stainless steel Stainless steel
two-tone

Stainless steel
yellow plated

Quartz Chronograph Automatic Chronometer Accustar

Water-resistant
3 ATM/30 m

Alarm MultifunctionWater-resistant
20 ATM/200 m

Water-resistant
10 ATM/100 m

Water-resistant
30 ATM/300 m

Screwed crown Crownless Genuine
precious stones

18 carat gold


