
Chorus SW 700 V
P r o d u c t  s p e c i f i c a t i o n  s h e e t

11" (27cm) Polyglass woofer.
Highly dynamic bass.

Solid MDF construction
up to 1" (25mm) width.

Non parallel inner wall structure.

Down firing port.
Powerful bass.

w Speakers designed and manufactured by Focal.
w Exceptional sound and quality for the price.
w Light Walnut, Wengé, Black Ash finishes.

A considerable evolution of the famous SW 700 S 
subwoofer of the previous generation, the 
new SW 700 V uses the same magnet (BASH® 
amplifier and 27cm Polyglass woofer) in 
a more elaborate cabinet design, which is 
among other things, much more rigid. More 
depth, more impact, this subwoofer is a small 
“machine infernale”!

300W BASH® amplifier.
High power, output high current.

Type Active bass-reflex subwoofer

Drivers 11" (27cm) Polyglass woofer

Frequency response (+/- 3dB) 36Hz - 160Hz

Low frequency point (- 6dB) 29Hz

Features

Recommended amplifier power 300W (450W max.) BASH®amplifier

Dimensions (H x W x D) 169/16x1213/16x171/16"

(420x326x433mm)

Net weight (33.6lb) 15.3kg

Adjustable LPF: 40Hz to 160Hz
Phase inverter 
Autopower. Lfe (mono) Stereo and high-level input.

Other finishes available

Wengé

Black Ash

> Chorus SW 700 V, Light Walnut finish.
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