
 WARNING RISK OF FIRE

California Safe Drinking Water and Toxic Enforcement Act.
  

DO NOT

In the state of Massachusetts:
 Insta at on ust e e fo e   a ua e  o  cense  cont acto  

u e  o  as tte  ua e  o  cense   the state
 When us n  a t e as shut off a es  the  sha  e T han e t e
 A e e as connecto  hen use  ust not e cee   feet

Installation
Instructions

Gas Dryer

uestions on Installation  all: GE ARES S
www.GEAppliances.com (US)

EFORE O  EGIN
Read these instructions completely and
carefully

IM ORTANT

IM ORTANT

 Note to Installer 

Note to ustomer 

LEVEL8" PIPE WRENCH

10" ADJUSTABLE WRENCHES

 (x2)

TOOLS YOU
WILL NEED

SLIP JOINT PLIERS FLAT BLADE SCREWDRIVER

M ATERIALS YOU WILL NEED

EXHAUST HOOD

FLEXIBLE GAS LINE CONNECTOR

SOAP SOLUTION
FOR LEAK DETECTION

PIPE
COMPOUND

DUCT TAPE

GLOVES

SAFETY GLASSES

4" DIAM METAL ELBOW

4" DUCT CLAMPS
OR

4" SPRING CLAMPS 

 (x2)

 (x2)

4" DIA. FLEXIBLE METAL (SEMI-RIGID)
UL LISTED TRANSITION DUCT

(IF NEEDED)
 KIT WX08X10077 (INCLUDES 2 ELBOWS)

4" DIA. METAL DUCT
(RECOMMENDED)

4" DIA. FLEXIBLE METAL (FOIL TYPE)
UL LISTED TRANSITION DUCT

(IF NEEDED.)

234D1582P003      31-16225-2   03-12 GE

DESIGN

CERTIFIED
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Minimum learance Other Than Alco e or loset Installation

 must

2  GAS RE IREMENTS

WARNING
 Installation must conform to local codes and 
ordinances  or in their a sence  the NATIONA  F E  
GAS ODE  ANSI 22

 This as dryer is e uipped ith a al e  urner 
Assem ly for use only ith natural as  sin  
con ersion it WE2 2  your local ser ice 
or ani ation can con ert this dryer for use ith 
propane  as  A  ON ERSIONS M ST E MADE  

RO ER  TRAINED AND A IFIED ERSONNE  AND 
IN A ORDAN E WIT  O A  ODES AND ORDINAN E 
RE IREMENTS

 The dryer must e disconnected from the as supply 
pipin  system durin  any pressure testin  of that 
system at a test pressure in e cess of  SI  K a

 The dryer must e isolated from the as supply pipin  
system y closin  the e uipment shut off al e durin  
any pressure testin  of the as supply pipin  of test 
pressure e ual to or less than  SI  K a

GAS SINTERNAL DUCT
OPENING CHECK THAT EXHAUST

HOOD DAMPER OPENS
AND CLOSES FREELY.

WALL

TILT THE DRYER SIDEWAYS
AND REMOVE THE FOAM
SHIPPING PADS BY
PULLING AT THE SIDES
AND BREAKING THEM
AWAY FROM THE DRYER
LEGS. BE SURE TO
REMOVE ALL OF THE
FOAM PIECES AROUND
THE LEGS.

 RE ARING FOR INSTA ATION
OF NEW DRYER

TI : Install your dryer efore installin  your asher
This ill allo  etter access hen installin  dryer 
e haust

DISCONNECTING GAS

REMO ING INT FROM WA
E A ST O ENING

 Remo e and discard e istin  plastic or metal foil
transition duct and replace ith  listed transition 
duct

DISCONNECT AND DISCARD OLD 
FLEXIBLE GAS CONNECTOR AND 
OLD TRANSITION DUCTING 
MATERIAL.  REPLACE WITH NEW 
CSA(AGA) APPROVED FLEXIBLE 
GAS LINE CONNECTOR AND UL 
APPROVED TRANSITION DUCT.

TURN GAS 
SHUT-OFF VALVE 
TO THE OFF 
POSITION.

     WARNING  NE ER RE SE O D
F E I E CONNECTORS

DRYER GAS SUPPLY CONNECTION

2"

2-5/8" 3/8" NPT MALE THREAD GAS SUPPLY

NOTE: Add to vertical dimension
the distance between cabinet
bottom to floor.

AD STING FOR E E ATION
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 EAK TEST

 RECONNECTING GAS

Note:

CA TION: 

     WARNING: NE ER SE AN O EN 
F AME TO TEST FOR GAS EAKS

FLARE NPT

PIPE SIZE

Listed connector ANSI  Z21.24 / CSA 6.10

1/8" NPT PIPE
PLUG FOR
CHECKING GAS
INLET PRESSURE

AT LEAST 1/2"

3/8" NPT

TIGHTEN THE FLEXIBLE
GAS LINE USING TWO
ADJUSTABLE WRENCHES.

TIGHTEN ALL CONNECTIONS
USING TWO ADJUSTABLE WRENCHES.
DO NOT OVERTORQUE GAS CONNECTIONS!
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 E ECTRICA  CONNECTION 
INFORMATION

E ECTRICA  RE IREMENTS

    WARNING  TO RED CE T E 
RISK OF FIRE  E ECTRICA  S OCK  
AND ERSONA  IN RY:

DO NOT SE AN E TENSION CORD OR AN ADA TER 
G WIT  T IS A IANCE

    WARNING  THIS DRYER IS 
E I ED A THREE RONG GRO NDING  

G FOR YO R ROTECTION AGAINST 
SHOCK HA ARD AND SHO D E GGED 
DIRECT Y INTO A RO ER Y GRO NDED 
THREE RONG RECE TAC E  DO NOT C T 
OR REMO E THE GRO NDING RONG FROM 
THIS G

ENSURE PROPER GROUND
EXISTS BEFORE USE.

IF LOCAL CODES PERMIT,
AN EXTERNAL GROUND WIRE
(NOT PROVIDED), WHICH MEETS
LOCAL CODES, MAY BE ADDED
BY ATTACHING TO THE GREEN
GROUND SCREW ON THE REAR
OF THE DRYER, AND TO A GROUNDED
METAL COLD WATER PIPE OR OTHER
ESTABLISHED GROUND.

6  E HA ST INFORMATION

E HA ST SYSTEM CHECK IST
HOOD OR WA  CA

Ne er

SE ARATION OF T RNS

T RNS OTHER THAN 

SEA ING OF OINTS

INS ATION

    WARNING  IN CANADA AND IN THE 
NITED STATES  THE RE IRED E HA ST D CT 

DIAMETER IS  IN 2mm  DO NOT SE D CT 
ONGER THAN S ECIFIED IN THE E HA ST 
ENGTH TA E

The correct e haust installation is YO R RES ONSI I ITY  
ro lems due to incorrect installation are not co ered y 

the arranty

MA IM M A OWA E

EXHAUST LENGTH

4" DIA.

4"

4" DIA.

4" DIA.

2-1/2"

RECOMMENDED MAXIMUM LENGTH
Exhaust Hood Types

Recommended

No. of 90º
Elbows

Rigid
Metal

Rigid
Metal

90 Feet
60 Feet
45 Feet
35 Feet

0
1
2
3

60 Feet
45 Feet
35 Feet
25 Feet

Use only for short
run installations
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GAS
INLET
PIPE

EXTERNAL
DUCT
OPENING

DUCT TAPE OR
DUCT CLAMP

DUCT TAPE OR
DUCT CLAMP

(CUT TO PROPER
LENGTH)

4" METAL DUCT

CSA (AGA) APPROVED 
NEW FLEXIBLE GAS 
LINE CONNECTOR

NOTE: WE STRONGLY RECOMMEND SOLID METAL EXHAUST DUCTING.
HOWEVER, IF FLEXIBLE DUCTING IS USED IT MUST BE UL-LISTED METAL
NOT PLASTIC.

FOR STRAIGHT LINE INSTALLATION, CONNECT THE DRYER EXHAUST TO
THE EXTERNAL EXHAUST HOOD USING DUCT TAPE OR CLAMP.

STANDARD REAR EXHAUST
(Vented at floor level)

 E HA ST CONNECTION

THIS DRYER COMES READY FOR REAR
E HA STING  IF S ACE IS IMITED  SE
THE INSTR CTIONS IN SECTION  TO
E HA ST DIRECT Y FROM THE SIDES OR

OTTOM OF THE CA INET

RECOMMENDED
CONFIGUR ATION
TO MINIMIZE
EXHAUST
BLOCKAGE.

ELBOW HIGHLY
RECOMMENDED

ELBOW HIGHLY
RECOMMENDED

NOTE: ELBOWS WILL PREVENT DUCT
KINKING AND COLLAPSING.

STANDARD REAR EXHAUST
(Vented above floor level)

    WARNING  TO RED CE THE 
RISK OF FIRE OR ERSONA  IN RY:

8  E E ING DRYER

LEVEL
SIDE-TO-SIDE.

4 LEVELING LEGS

2 ANTI-TIP LEGS

LEVEL
FRONT-TO-BACK.

STAND THE DRYER UPRIGHT NEAR THE
FINAL LOCATION AND ADJUST THE 4 LEVELING
LEGS TO MATCH THE HEIGHT OF YOUR WASHER.
ADJUST THE 2 ANTI-TIP LEGS TO CONTACT
THE FLOOR.
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CONNECTING THE DRYER TO HO SE ENT
RIGID META  TRANSITION D CT

ISTED F E I E META  SEMI RIGID TRANSITION D CT

ISTED F E I E META  FOI TY E  TRANSITION D CT

ELBOWS HIGHLY
RECOMMENDED

ELBOW HIGHLY
RECOMMENDED

DO

DO NOT
SIT DRYER
ON FLEXIBLE
EXHAUST

DO NOT USE
EXCESSIVE
EXHAUST
LENGTH

DO NOT
CRUSH
FLEXIBLE
EXHAUST
AGAINST
WALL.

DON’T

A CO E OR C OSET INSTA ATION

M ST E HA ST 
INFORMATION

MO I E OR MAN FACT RED HOME INSTA ATION
MAN FACT RED HOME 

CONSTR CTION  SAFETY STANDARD  TIT E 2  ART 2 8
AMERICAN 

NATIONA  STANDARD FOR MO I E HOME  NO  
M ST

E HA ST INFORMATION
M ST NOT

M ST E META
KIT D 6  M ST

ATHROOM OR EDROOM INSTA ATION
M ST E HA ST 

INFORMATION

NATIONA  F E  GAS CODE  
ANSI 22
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DRYER E HA ST TO RIGHT  EFT
OR BOTTOM CABINET

    WARNING  BEFORE PERFORMING
THIS E HA ST INSTA ATION  BE S RE
TO DISCONNECT THE DRYER FROM ITS
E ECTRICA  S PP Y  PROTECT YO R
HANDS AND ARMS FROM SHARP 
EDGES WHEN WORKING INSIDE THE 
CABINET  BE S RE TO WEAR G O ES

Note: Only 4” round rigid metal ducting allowed inside 
dryer.

TAB OCATION

Detach and remove the bottom, right or left side knockout 
as desired. Remove the screw inside the dryer exhaust duct 
and save. Pull the duct out of the dryer.

REMOVE
SCREW
AND SAVE.

REMOVE
DESIRED
KNOCKOUT
(ONE ONLY).

ADDING NEW D CT

ADDING E BOW AND D CT FOR
E HA ST TO EFT SIDE OF CABINET

CA TION: Be sure not to pull or dama e 
the electrical ires inside the dryer hen insertin  the 
duct

Cut the duct as shown and keep portion A.
9"

AB

FIXING HOLE

Through the rear opening, locate the tab in the middle of 
the appliance base. Lift the tab to about 45º using a flat 
blade screwdriver.

BEND TAB
UP 45 o

Reconnect the cut portion (A) of the duct to the blower 
housing. Make sure that the shortened duct is aligned with 
the tab in the base. Use the screw saved previously to secure 
the duct in place through the tab on the appliance base.

LEFT SIDE
EXHAUST

PORTION "A"

FIXING
HOLE

EXHAUST CAN
BE ADDED TO
LEFT OR RIGHT SIDE

DUCT
TAPE

DUCT
TAPE CA TION:

Internal duct joints must be
secured ith tape  other ise
they may separate and cause
a safety ha ard

GARAGE INSTA ATION IF A OWED 
BY OCA  CODES

2
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ADDING E BOW FOR E HA ST
THRO GH BOTTOM OF CABINET

ADDING CO ER P ATE TO REAR OF 
CABINET

     WARNING NE ER EA E THE BACK
OPENING WITHO T THE P ATE

PL ATE
(KIT WE1M454)

CHANGING DIRECTION OF DOOR
 OPENING

CAUTION:
Internal duct joints must be secured with tape,
otherwise they may separate and cause a
safety hazard.

ROTATE DOOR 180°
AND REINSTALL.

REMOVE 4
HINGE SCREWS.

REMOVE 4 HOLE PLUGS AND
PLACE THEM IN THE HOLES
ON THE OPPOSITE SIDE.
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WATER S PP Y RE IREMENTS

NOTE: 

CONNECTING IN ET HOSES  
(on some models)

NOTE:

2

6

NOTE:  

6 SER ICING

  WARNING  ABE  A  WIRES 
PRIOR TO DISCONNECTION WHEN 
SER ICING CONTRO S  WIRING ERRORS 
CAN CA SE IMPROPER AND DANGERO S 
OPERATION AFTER SER ICING
INSTA ATION

 CONNECTING IN ET HOSES cont
8

GEAppliances.com
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Notes
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Notes




