
100.0

95.0

90.0

85.0

80.0

75.0

70.0

65.0

60.0

55.0

50.0

auto

20.0 100.0 1000.0 10000.0

dB SPL Ohms

log Frequency - Hz

5.6

5.4

5.2

5.0

4.8

4.6

4.4

4.2

4.0

3.8

3.6

On axis, 0° and 30° off axis frequency response

0°

30°

Focal® is a trademark of Focal-JMlab®-Tel. (33) 04 77 43 57 00 - www.focal.com - Images may not conform exactly to specific product. Photos L’Atelier Sylvain Madelon - SCPC111019

Performance P165V33

Nominal power 80W

Maximum power 160W

Sensitivity 93dB

Cone Polyglass

Surround Butyl

Nom. impedance 4 Ohms

DC resistance 3.1 Ohms

VC diameter 25mm 1"

VC height 13mm 0.4"

Former Kapton®

Layers 2

Wire Copper

Inductance 0.22mH

Xmax 3.5mm

Magnet d x h 85 x 15mm 31/3x9/16 in

Magnet weight 750g 1.65 Ib

Flux density 0.9T

Gap height 5mm

Net weight 950g 2.1 Ib

Fs 83.24Hz

Vas 6.85 l 0.242Ft3

Qts 0.830

Qes 0.900

Qms 10.720

Re 3.1 Ohms

Sd 132.73cm2 20.57in2

Cas 4.88E-08m5/N

Mas 74.92kg/m4

Ras 3655.43 Ohms.ac

Cms 2.77E-04m/N

Mms 13.20g 0.03 lb

Rms 644g/s

Ces 555.10mF

Les 6.59mH

Res 36.92 Ohms

BI 4.88N/A

SPL 88.27dB/W/m

Load V (l) Fb (Hz) F-3 (Hz) QI

Sealed 30 - 65 7

SPECIFICATIONS

PARAMETERS
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Release :

12/09/2011

Material :

Designer :

Code :

Scale :

Finish :

Date :

Description :

A3

Sheet :BP374 - 108, rue de l'avenir - 42353 La Talaudière Cedex - FRANCE
Tel.: (+33) 04 77 43 57 00 / Fax.: (+33) 04 77 43 57 22
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General tolerances :  
115< L ≤150 :
± 0,25
150< L ≤200 :
± 0,3
200< L ≤250 :
± 0,4
250< L :
± 0,5

L ≤3 :
± 0,05
3 < L ≤30 :
± 0,1
30< L ≤70 :
± 0,15
70< L ≤115 :
± 0,2

www.focal.com

Unit: mm

FREQUENCY RESPONSE / IMPEDANCE

MECHANICAL DRAWING

• Aluminum basket

• Polyglass cone, Butyl surround

• 1" (25mm) Kapton® voice-coil former


