### Freestanding Electric Ranges

**CLEAN-N-SIMPLE DESIGN**
- Self-Cleaning Oven With Adjustable Cleaning Levels (Light, Medium, Heavy)
- Hidden Bake Element
- Smooth-Gloss Porcelain Backguard
- SpillSaver® Upswept Cooktop Design

**BASE FEATURES**
- 5.22 Cu. Ft. Capacity
- 8 Rack Positions
- TempAssure® Preheat
- Cook & Hold Setting
- Keep Warm Setting
- Delay Setting
- 12-Hour Auto Shutoff
- Electrics Clock With Timer
- Sabbath Mode
- Child Lockout
- HiLo Broil
- Porcelain Broiler Pan
- Interior Oven Light

Bolded items indicate step-up features.
A GR5715QD
- 4 Sealed Gas Burners:
  1) 12,000-/11,000-BTU Burner
  2) 12,000-/11,000-BTU Burners
  3) 10,000-/9,000-BTU Burner
  Four-Piece Cast-Iron Grates
  Easy Touch 300 Oven Controls
  2 Oven Racks
  Storage Drawer

A GR5735QD
- 4 Sealed Gas Burners:
  1) 16,000-/14,000-BTU Burner
  2) 9,200-/9,100-BTU Burners
  3) 5,000-/4,000-BTU Burner
  Two-Piece Cast-Iron Grates
  Tri-Crest Grates
  Easy Touch 400 Oven Controls
  Dual Temperature And Clock Display
  Favorite Setting
  1 Oven Rack And 1 EasyRack™ Oven Rack
  Storage Drawer

A GR5835QDS (With Aftermarket Backsplash)
- Easy-Use Convection With Auto Conversion
- 4 Sealed Gas Burners:
  1) 16,000-/14,000-BTU Burner
  2) 9,200-/9,100-BTU Burner
  3) 5,000-/4,000-BTU Burner
  Two-Piece Cast-Iron Grates
  Tri-Crest Grates
  Easy Touch 400 Oven Controls
  Dual Temperature And Clock Display
  Favorite Setting
  1 Oven Rack And 1 EasyRack™ Oven Rack
  Storage Drawer

A CS4250A
- 3.7 Cu. Ft. Oven Capacity
- 30” True-Color Electric Smoothtop
- 4 Electric Elements:
  1) 6” 1,200-Watt Element
  2) 7” 1,500-Watt Element
  3) 8” 2,000-Watt Element
  4) 9”/6” 2,500-/1,000-Watt Dual Element
- Insta-Broil™ Broiling System
- 2 Oven Racks
- Extra-Large Viewing Window

A CS7270A
- 3.4 Cu. Ft. Oven Capacity
- 30” True-Color Electric Smoothtop
- 4 Electric Elements:
  1) 6” 1,200-Watt Element
  2) 7” 1,500-Watt Element
  3) 8” 2,000-Watt Element
  4) 9”/6” 2,500-/1,000-Watt Dual Element
- Connection With Third Element
- Insta-Broil™ Broiling System
- 3 Oven Racks
- Extra-Large Viewing Window

ARD5802
- 3.7 Cu. Ft. Oven Capacity
- 30” Gas Downdraft
- Cartridges Available:
  ACR100WW/E — Coil Elements
  ACT101WW/E — Ribbon Radiant Elements
  ACH100WW/E — Quartz Halogen/Ribbon Radiant
  ACG100 — Griddle (Requires Grill Cartridge)
  ACL100 — Electric Smoke-Control Grill (Shipped With Unit)
  Requires Second Cartridge
  2 Oven Racks
  XXL Viewing Window

ACS3350A
- 3.7 Cu. Ft. Oven Capacity
- 30” Gas
- 4 Sealed Gas Burners:
  1) 5,000-/4,000-BTU Burner
  2) 9,100-/8,000-BTU Burner
  3) 12,500-/10,000-BTU Burners
- Insta-Broil™ Broiling System
- Full-Coverage Grates
- 2 Oven Racks
- XXL Viewing Window

AGDS902
- 3.7 Cu. Ft. Oven Capacity
- 30” Gas Downdraft
- Cartridges Available:
  ACS200 — Sealed Gas Burner (Shipped With Unit)
  ACC200 — Griddle, AGL200 — Smoke-Control Grill (Right Side Only)
  Requires Second Cartridge
  2 Oven Racks
  XXL Viewing Window

For additional feature information, see specifications chart on page 53.
**Gas Cooktops**

**BASE FEATURES**
- High-Performance Sealed Gas Burners
- Recessed Porcelain Or Stainless Steel Cooktop Surface
- Cast-Iron Burner Grates
- Infinite Burner Control Settings
- Electronic Clock With Timer
- Control Lockout
- Large Viewing Window
- 4 Rack Positions
- Automatic Oven Light
- On/Off Indicator Light
- Porcelain Broiler Pan
- Sabbath Mode
- Adjustable Self-Cleaning Oven With Auto Door Lock
- Deli-Chin Option
- Smooth-Surface Control Panel

**Bolded items indicate step-up features.**

**AKS3040B**
- 30" Gas Cooktop
  - 4 Sealed Gas Burners:
    - (1) 12,500-BTU Burner With 650-BTU Simmer Setting
    - (2) 9,200-BTU Burners
    - (1) 10,500-BTU Burner
  - One-Piece Continuous Cast-Iron Grates
  - Right-Or Left-Hand Installation
  - Installs Over 30" Amana® Wall Oven Or Cabinet

**AKS3640**
- 36" Gas Cooktop
  - 5 Sealed Gas Burners:
    - (1) 12,500-BTU Burner
    - (1) 10,500-BTU Burner
  - One-Piece Continuous Cast-Iron Grates
  - Installs Over 30" Amana® Wall Oven Or Cabinet

**AEW3530DD**
- 30" Single Electric Wall Oven
  - 3.8 Cu. Ft. Capacity
  - Easy Touch Controls
  - 3 Oven Racks
  - Under-Cabinet/Range Top Installation

**AEW4530DD**
- 30" Single Electric Wall Oven
  - 3.8 Cu. Ft. Capacity
  - Easy Touch Conversion With Auto Conversion
  - 3 Oven Racks
  - Under-Cabinet/Range Top Installation

**AEW6300DD**
- 30" Double Electric Wall Oven
  - 3.8 Cu. Ft. Capacity Upper Oven/3.8 Cu. Ft. Capacity Lower Oven
  - 2 Upper Oven Racks, 2 Lower Oven Racks
  - Deluxe Oven Light
  - Porcelain Broiler Pan

**AEW4630DD**
- 30" Double Electric Wall Oven
  - 3.8 Cu. Ft. Capacity Upper Oven/3.8 Cu. Ft. Capacity Lower Oven
  - Easy-Touch Connection With Auto Conversion (Upper)
  - 3 Upper Oven Racks, 2 Lower Oven Racks

**Electric Wall Ovens**

**BASE FEATURES**
- Temp-Assure™ Preheat
- EasyTouch Controls
- Favorite Setting
- Cook & Hold Setting
- Electronic Clock With Timer
- Control Lockout
- Large Viewing Window
- 4 Rack Positions
- Automatic Oven Light
- On/Off Indicator Light
- Porcelain Broiler Pan
- Sabbath Mode
- Adjustable Self-Cleaning Oven With Auto Door Lock
- Deli-Chin Option
- Smooth-Surface Control Panel

**Bolded items indicate step-up features.**

**AEW3040B**
- 30" Gas Cooktop
  - 4 Sealed Gas Burners:
    - (1) 12,500-BTU Burner With 650-BTU Simmer Setting
    - (2) 9,200-BTU Burners
    - (1) 10,500-BTU Burner
  - One-Piece Continuous Cast-Iron Grates
  - Right-Or Left-Hand Installation
  - Installs Over 30" Amana® Wall Oven Or Cabinet

**AEW4630DD**
- 30" Double Electric Wall Oven
  - 3.8 Cu. Ft. Capacity Upper Oven/3.8 Cu. Ft. Capacity Lower Oven
  - 2 Upper Oven Racks, 2 Lower Oven Racks

**AEW4630DDS**
- 30" Double Electric Wall Oven
  - 3.8 Cu. Ft. Capacity Upper Oven/3.8 Cu. Ft. Capacity Lower Oven
  - 2 Upper Oven Racks, 2 Lower Oven Racks

**For additional feature information, see specifications chart on page 56.**

**AMANA® ELECTRIC WALL OVENS**

**AEW3530DD**
- 30" Single Electric Wall Oven
  - 3.8 Cu. Ft. Capacity
  - Easy Touch Controls
  - 3 Oven Racks
  - Under-Cabinet/Range Top Installation

**AEW4530DD**
- 30" Single Electric Wall Oven
  - 3.8 Cu. Ft. Capacity
  - Easy Touch Conversion With Auto Conversion
  - 3 Oven Racks
  - Under-Cabinet/Range Top Installation

**AEW6300DD**
- 30" Double Electric Wall Oven
  - 3.8 Cu. Ft. Capacity Upper Oven/3.8 Cu. Ft. Capacity Lower Oven
  - 2 Upper Oven Racks, 2 Lower Oven Racks

**AEW4630DD**
- 30" Double Electric Wall Oven
  - 3.8 Cu. Ft. Capacity Upper Oven/3.8 Cu. Ft. Capacity Lower Oven
  - Easy-Touch Connection With Auto Conversion (Upper)
  - 3 Upper Oven Racks, 2 Lower Oven Racks

**For additional feature information, see specifications chart on page 57.**

**AMANA® GAS COOKTOPS**

**AEW3040B (With Optional Backsplash) And UX72010AS (Kitchen Hood)**

**AEW3530DD**
- 30" Single Electric Wall Oven
  - 3.8 Cu. Ft. Capacity
  - Easy Touch Controls
  - 3 Oven Racks
  - Under-Cabinet/Range Top Installation

**AEW4530DD**
- 30" Single Electric Wall Oven
  - 3.8 Cu. Ft. Capacity
  - Easy Touch Conversion With Auto Conversion
  - 3 Oven Racks
  - Under-Cabinet/Range Top Installation

**AEW6300DD**
- 30" Double Electric Wall Oven
  - 3.8 Cu. Ft. Capacity Upper Oven/3.8 Cu. Ft. Capacity Lower Oven
  - 2 Upper Oven Racks, 2 Lower Oven Racks

**AEW4630DD**
- 30" Double Electric Wall Oven
  - 3.8 Cu. Ft. Capacity Upper Oven/3.8 Cu. Ft. Capacity Lower Oven
  - Easy-Touch Connection With Auto Conversion (Upper)
  - 3 Upper Oven Racks, 2 Lower Oven Racks

**ACC3660A**
- 30" Gas Downdraft Cooktop
  - 1 "ON" Indicator Light
  - Shipped With 1 ACC300 Sealed Gas Burner Cartridges:
    - (1) 12,500-BTU Burner
    - (1) 9,700-BTU Burners
    - (1) 7,600-BTU Burner
  - Optional Cartridges Available:
    - ACC300 — Griddle
    - ACC100 — Grill
    - ACC200 — Sealed Burner (Shipped With Unit)
Amana® Electric Cooktops

BASE FEATURES
• True-Color Glass-Ceramic Cooktop Surface
• Dual Element(s)
• Hot-Surface Indicator Lights
• Countertop/Island/Peninsula Installation
• "ON" Indicator Light
• Variable-Speed Downdraft Ventilation System (Downdraft Only)
• Upfront Controls (Downdraft Only)

Bolded items indicate step-up features.

Amana® Radarange® Over-The-Range Microwave Ovens

BASE FEATURES
• Touchmatic® Control System
• Extra-Large Turntable
• External/Internal Venting
• Warm/Hold
• Auto Defrost
• Rolling Word-Prompts Display
• Custom Programs
• Easy Cook® Pad
• 10 Power Levels
• Child Lockout
• Kitchen Timer
• Digital Clock
• Interior Oven Light
• Completes Reminder
• 4 Control Setup Options
• Cooktop Light
• Vent Hi/Low/Off
• Light Hi/Low/Off
• Charcoal Filter Included

Bolded items indicate step-up features.

For additional feature information, see specifications chart on page 58.
BASE FEATURES

- Touchmatic® Control System
- Turntable
- Auto Defrost
- Word-Prompt Display
- Programmed Pads
- Easy Cook™ Pad
- 10 Power Levels
- Child Lockout
- Kitchen Timer
- Interior Oven Light

Bolded items indicate step-up features.

Amana® Radarange® Countertop Microwave Ovens

**UMC1061AA**
- 0.6 Cu. Ft. Capacity
- 600-Watt
- 12-Hour Clock
- 3 Program Levels
- Auto Cook — 4 Options
- Optional Under-Cabinet Mounting Kit Included

**ACM0860AA**
- 0.8 Cu. Ft. Capacity
- 800-Watt
- 24-Hour Clock
- 3 Program Levels
- Warm Hold
- Rapid Defrost
- 4 Control Setup Options
- Complete Reminder
- Sensor Popcorn Pad
- Auto Cook — 4 Options
- Sensor Cook — 4 Options
- Sensor Reheat — 3 Options
- Optional Under-Cabinet Mounting Kit Included

**ACM1120A**
- 1.1 Cu. Ft. Capacity
- 1,000-Watt
- 24-Hour Clock
- 3 Program Levels
- Rapid Defrost
- 4 Control Setup Options
- Complete Reminder
- Auto Cook — 4 Options

**ACM1460A**
- 1.4 Cu. Ft. Capacity
- 1,000-Watt
- 24-Hour Clock
- 3 Program Levels
- Warm Hold
- 4 Control Setup Options
- Complete Reminder
- Auto Cook — 4 Options
- Sensor Cook — 4 Options
- Sensor Reheat — 3 Options
- Sensor Popcorn Pad

**ACM1580A**
- 1.5 Cu. Ft. Capacity
- 1,000-Watt
- 24-Hour Clock
- 3 Program Levels
- Convection Cooking
- Microwave Cooking (Roast/Bake)
- Warm Hold
- Rapid Defrost
- 5 Control Setup Options
- Complete Reminder
- Sensor Popcorn Pad
- Auto Cook — 2 Options
- Sensor Cook — 10 Options
- Sensor Reheat — 3 Options
- Able To Be Built-In
- Trim Kits Available:
  - FTK127 E/W/SS — 27”
  - FTK130 E/W/C/SS — 30”

**ACM2160A**
- 2.1 Cu. Ft. Capacity
- 1,100-Watt
- 24-Hour Clock
- 3 Program Levels
- Warm Hold
- Rapid Defrost
- 4 Control Setup Options
- Complete Reminder
- Auto Cook — 6 Options
- Sensor Cook — 6 Options
- Sensor Reheat — 3 Options
- Able To Be Built-In
- Trim Kits Available:
  - FTK127 E/W/SS — 27”
  - FTK130 E/W/C/SS — 30”

**ACM1580A**
- 1.5 Cu. Ft. Capacity
- 1,000-Watt
- 12-Hour Clock
- 3 Program Levels
- Connection Cooking
- Microwave Cooking (Roast/Bake)
- Warm Hold
- Rapid Defrost
- 4 Control Setup Options
- Complete Reminder
- Sensor Popcorn Pad
- Auto Cook — 4 Options
- Sensor Cook — 6 Options
- Sensor Reheat — 3 Options
- Able To Be Built-In
- Trim Kits Available:
  - FTK127 E/W/SS — 27”
  - FTK130 E/W/C/SS — 30”

For additional feature information, see specifications chart on page 60.
**Kitchen Hoods**

**UXT2030A/ UXT2036A (NOT PICTURED)**
The 30” and 36” models include the same features as UXT4030A with 7” round vertical ventilation.

**UXT3030A/ UXT3036A (NOT PICTURED)**
The 30” and 36” models include the same features as UXT4030A with 3 1/2” x 10” vertical or horizontal ventilation.

**UXT4030A**
- 30” Hood
- Recirculating Ventilation With Charcoal Filter
- 3 Speed Settings
- Light

**UXT4036A (NOT PICTURED)**
The 36” model includes the same features as UXT4030A with recirculating ventilation.

**UXT5430A**
- 30” Hood
- 400 CFM Centrifugal Blower
- 3 Speed Settings
- Electronic Touch Controls
- Dual Halogen Lighting With Night Light
- Filterless Self-Cleaning
- Quiet Operation
- Delay-Off

**UXT5436A (NOT PICTURED)**
The 36” model includes the same features as UXT5430A.

**UXT5230A**
- 30” Hood
- 300 CFM Centrifugal Blower
- 3 Speed Settings
- Slide Controls
- Dual Incandescent Lighting
- Filterless Self-Cleaning
- Quiet Operation

**UXT5236A (NOT PICTURED)**
The 36” model includes the same features as UXT5230A.

**UXT5430A**
- 30” Hood
- 400 CFM Centrifugal Blower
- 3 Speed Settings
- Electronic Touch Controls
- Dual Halogen Lighting With Night Light
- Filterless Self-Cleaning
- Quiet Operation
- Delay-Off

**UXT5436A (NOT PICTURED)**
The 36” model includes the same features as UXT5430A.

For additional feature information, see specifications chart on page 61.
Product Specifications
Amana’s ongoing commitment to quality products may mean a change in product specifications without notice.

## Side-By-Sides

<table>
<thead>
<tr>
<th>Component</th>
<th>Warranty Details</th>
</tr>
</thead>
<tbody>
<tr>
<td>Water and air filter; parts only</td>
<td>1st Year: Full 2nd – 5th Years: Limited 6th – 9th Years: Limited 10th – 12th Years: Limited</td>
</tr>
</tbody>
</table>

## Top And Bottom Freezers

<table>
<thead>
<tr>
<th>Component</th>
<th>Warranty Details</th>
</tr>
</thead>
<tbody>
<tr>
<td>Water and air filter; parts only</td>
<td>1st Year: Full 2nd – 5th Years: Limited 6th – 9th Years: Limited 10th – 12th Years: Limited</td>
</tr>
</tbody>
</table>

## Chest And Upright Freezers

<table>
<thead>
<tr>
<th>Component</th>
<th>Warranty Details</th>
</tr>
</thead>
<tbody>
<tr>
<td>Water and air filter; parts only</td>
<td>1st Year: Full 2nd – 10th Years: Limited 11th – 20th Years: Limited</td>
</tr>
</tbody>
</table>

## Gas Ranges And Cooktops

<table>
<thead>
<tr>
<th>Component</th>
<th>Warranty Details</th>
</tr>
</thead>
<tbody>
<tr>
<td>Glass-ceramic cooktop due to thermal breakage, discoloration, rubber and cracking, radiant elements burning out and cooktop pattern wear-off; parts only</td>
<td>1st Year: Full 2nd – 5th Years: Limited</td>
</tr>
</tbody>
</table>

## Electric Ranges And Cooktops

<table>
<thead>
<tr>
<th>Component</th>
<th>Warranty Details</th>
</tr>
</thead>
<tbody>
<tr>
<td>Glass-ceramic cooktop due to thermal breakage, discoloration, rubber and cracking, radiant elements burning out and cooktop pattern wear-off; parts only</td>
<td>1st Year: Full 2nd – 5th Years: Limited</td>
</tr>
</tbody>
</table>

## Electric Wall Ovens

<table>
<thead>
<tr>
<th>Component</th>
<th>Warranty Details</th>
</tr>
</thead>
<tbody>
<tr>
<td>Electronic control and electric elements; parts only</td>
<td>1st Year: Full 2nd – 5th Years: Limited</td>
</tr>
</tbody>
</table>

## Countertop Microwave Ovens

<table>
<thead>
<tr>
<th>Component</th>
<th>Warranty Details</th>
</tr>
</thead>
<tbody>
<tr>
<td>Electrical components; parts only</td>
<td>1st Year: Full 2nd – 5th Years: Limited</td>
</tr>
</tbody>
</table>

## Oven-The-Range Microwave Ovens

<table>
<thead>
<tr>
<th>Component</th>
<th>Warranty Details</th>
</tr>
</thead>
<tbody>
<tr>
<td>Magnesium oxide; parts and labor</td>
<td>1st Year: Full 2nd – 5th Years: Limited</td>
</tr>
</tbody>
</table>

## Kitchen Hoods

<table>
<thead>
<tr>
<th>Component</th>
<th>Warranty Details</th>
</tr>
</thead>
<tbody>
<tr>
<td>All parts and labor; parts only</td>
<td>1st Year: Full 2nd – 5th Years: Limited</td>
</tr>
</tbody>
</table>

## Washers

<table>
<thead>
<tr>
<th>Component</th>
<th>Warranty Details</th>
</tr>
</thead>
<tbody>
<tr>
<td>All parts and labor; parts only</td>
<td>1st Year: Full 2nd – 5th Years: Limited 6th – 9th Years: Limited 10th – 12th Years: Limited</td>
</tr>
</tbody>
</table>

## Dryers

<table>
<thead>
<tr>
<th>Component</th>
<th>Warranty Details</th>
</tr>
</thead>
<tbody>
<tr>
<td>All parts and labor; parts only</td>
<td>1st Year: Full 2nd – 5th Years: Limited</td>
</tr>
</tbody>
</table>

## Dishwashers

<table>
<thead>
<tr>
<th>Component</th>
<th>Warranty Details</th>
</tr>
</thead>
<tbody>
<tr>
<td>All parts and labor; parts only</td>
<td>1st Year: Full 2nd – 5th Years: Limited 6th – 9th Years: Limited</td>
</tr>
</tbody>
</table>

## Over-The-Range Microwave Ovens

<table>
<thead>
<tr>
<th>Component</th>
<th>Warranty Details</th>
</tr>
</thead>
<tbody>
<tr>
<td>Magnetron tube; parts and labor</td>
<td>1st Year: Full 2nd – 5th Years: Limited 6th – 9th Years: Limited</td>
</tr>
</tbody>
</table>

## Room Air Conditioners

<table>
<thead>
<tr>
<th>Component</th>
<th>Warranty Details</th>
</tr>
</thead>
<tbody>
<tr>
<td>All parts and labor; parts only</td>
<td>1st Year: Full 2nd – 5th Years: Limited</td>
</tr>
</tbody>
</table>

## NEW PRODUCT WARRANTIES
**AMANA® FREESTANDING ELECTRIC RANGES**

**AMANA® FREESTANDING GAS RANGES**

**Models**

<table>
<thead>
<tr>
<th>Models</th>
<th>AER5515QA</th>
<th>AER5715QA</th>
<th>AER5725QA</th>
<th>AER5735QA</th>
<th>AER5845QA</th>
</tr>
</thead>
<tbody>
<tr>
<td>Color</td>
<td>30&quot; Gold</td>
<td>30&quot; Bisque</td>
<td>30&quot; Black</td>
<td>30&quot; Black</td>
<td>30&quot; Black</td>
</tr>
<tr>
<td>Colors</td>
<td>White</td>
<td>White</td>
<td>White</td>
<td>White</td>
<td>White</td>
</tr>
<tr>
<td><strong>Cooktop</strong></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>6&quot; 100-Watt Warming Zone</td>
<td>Center Rear</td>
<td>Center Rear</td>
<td>Center Rear</td>
<td>Center Rear</td>
<td>Center Rear</td>
</tr>
<tr>
<td>6&quot; 1,200-Watt Ribbon Radiant Elements</td>
<td>LF, RR</td>
<td>LF, RR</td>
<td>RR, LR</td>
<td>RR, LR</td>
<td></td>
</tr>
<tr>
<td>8&quot; 2,350-Watt Coil Elements</td>
<td>RF, LR</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td><strong>Number Of Elements</strong></td>
<td>4</td>
<td>4</td>
<td>4</td>
<td>5</td>
<td>5</td>
</tr>
<tr>
<td><strong>Cooktop Features</strong></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Sabbath Mode</td>
<td>•</td>
<td>•</td>
<td>•</td>
<td>•</td>
<td>•</td>
</tr>
<tr>
<td>Child Lockout</td>
<td>•</td>
<td>•</td>
<td>•</td>
<td>•</td>
<td>•</td>
</tr>
<tr>
<td>Keep Warm Setting</td>
<td>•</td>
<td>•</td>
<td>•</td>
<td>•</td>
<td>•</td>
</tr>
<tr>
<td>Favorite Setting</td>
<td>•</td>
<td>•</td>
<td>•</td>
<td>•</td>
<td>•</td>
</tr>
<tr>
<td>Cook &amp; Hold Setting</td>
<td>•</td>
<td>•</td>
<td>•</td>
<td>•</td>
<td>•</td>
</tr>
<tr>
<td>Temperature Display</td>
<td>•</td>
<td>•</td>
<td>•</td>
<td>•</td>
<td>•</td>
</tr>
<tr>
<td>Electronic Clock With Timer</td>
<td>•</td>
<td>•</td>
<td>•</td>
<td>•</td>
<td>•</td>
</tr>
<tr>
<td><strong>Controls</strong></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Sealed Surface Burners With Lift-Off Burner Caps</td>
<td>•</td>
<td>•</td>
<td>•</td>
<td>•</td>
<td>•</td>
</tr>
<tr>
<td>Hidden Bake Burner</td>
<td>•</td>
<td>•</td>
<td>•</td>
<td>•</td>
<td>•</td>
</tr>
<tr>
<td>Easy-Use Convection With Auto Conversion</td>
<td>•</td>
<td>•</td>
<td>•</td>
<td>•</td>
<td>•</td>
</tr>
<tr>
<td>Temp-Assure™ Preheat</td>
<td>•</td>
<td>•</td>
<td>•</td>
<td>•</td>
<td>•</td>
</tr>
<tr>
<td>Self-Cleaning Oven With Adjustable Cleaning Levels</td>
<td>•</td>
<td>•</td>
<td>•</td>
<td>•</td>
<td>•</td>
</tr>
<tr>
<td>Electronic Oven Controls</td>
<td>•</td>
<td>•</td>
<td>•</td>
<td>•</td>
<td>•</td>
</tr>
<tr>
<td><strong>Interior Features</strong></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Oven Rack Positions</td>
<td>1</td>
<td>1</td>
<td>1</td>
<td>1</td>
<td>1</td>
</tr>
<tr>
<td>Standard Oven Racks</td>
<td>2</td>
<td>2</td>
<td>2</td>
<td>2</td>
<td>2</td>
</tr>
<tr>
<td>Self-Cleaning Automatic</td>
<td>•</td>
<td>•</td>
<td>•</td>
<td>•</td>
<td>•</td>
</tr>
<tr>
<td>Standard Oven Racks</td>
<td>2</td>
<td>2</td>
<td>2</td>
<td>2</td>
<td>2</td>
</tr>
<tr>
<td><strong>Exterior Features</strong></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Stainless Steel</td>
<td>•</td>
<td>•</td>
<td>•</td>
<td>•</td>
<td>•</td>
</tr>
<tr>
<td>Black</td>
<td>•</td>
<td>•</td>
<td>•</td>
<td>•</td>
<td>•</td>
</tr>
<tr>
<td>Bisque</td>
<td>•</td>
<td>•</td>
<td>•</td>
<td>•</td>
<td>•</td>
</tr>
<tr>
<td>White</td>
<td>•</td>
<td>•</td>
<td>•</td>
<td>•</td>
<td>•</td>
</tr>
</tbody>
</table>

**AMANA® FREESTANDING RANGES**

**INSTALLATION INFORMATION**

| 30" Gas Range Installation |

For installation information, see page 53.

Amana’s ongoing commitment to quality products may mean a change in product specifications without notice.
### AMANA® SLIDE-IN RANGES

<table>
<thead>
<tr>
<th>ELECTRIC</th>
<th>GAS</th>
</tr>
</thead>
<tbody>
<tr>
<td>MODELS</td>
<td>AC4515A</td>
</tr>
<tr>
<td>Style</td>
<td>Smoothtop</td>
</tr>
<tr>
<td>Colors</td>
<td>White</td>
</tr>
<tr>
<td>Interior Features</td>
<td>Full-View Oven</td>
</tr>
<tr>
<td>Rider Bake Element</td>
<td>-</td>
</tr>
<tr>
<td>Interior Door Light</td>
<td>-</td>
</tr>
<tr>
<td>Oven Gauges</td>
<td>-</td>
</tr>
<tr>
<td>Optional Wall Rack</td>
<td>-</td>
</tr>
<tr>
<td>Optional Beater Pan/Grill</td>
<td>-</td>
</tr>
<tr>
<td>Combination With Third Element</td>
<td>-</td>
</tr>
</tbody>
</table>

### Electric Element Wattage/Gas Burner BTU (Nat./LP)

<table>
<thead>
<tr>
<th>Diameter</th>
<th>6” Radiant</th>
<th>7” Radiant</th>
<th>8” Radiant</th>
<th>9”/6” Dual Radiant</th>
</tr>
</thead>
<tbody>
<tr>
<td>Natural</td>
<td>1,200 Watts</td>
<td>1,500 Watts</td>
<td>2,000 Watts</td>
<td>2,500/1,000 Watts</td>
</tr>
<tr>
<td>LP</td>
<td>1,050 Watts</td>
<td>1,400 Watts</td>
<td>1,850 Watts</td>
<td>2,350/950 Watts</td>
</tr>
</tbody>
</table>

### Optional Features

- Porcelain Burner Bowls
- High-Performance Side Elements
- After-Clean Coating Option
- Broiler/Griddle Option
- Full-View Oven
- Adjustable Gas/Enamel Door Swing
- Full-View Storage Drawer
- Electronic Oven Control
- Smoothtop
e

### Exterior Features

- Porcelain Burner Bowls
- High-Performance Side Elements
- After-Clean Coating Option
- Broiler/Griddle Option
- Full-View Oven
- Adjustable Gas/Enamel Door Swing
- Full-View Storage Drawer
- Electronic Oven Control

### Electric Gas Models

- ACS4250A
- ACS7270A
- ARDS802
- ACS3350A
- AGDS902

### Color Options

- White
- Bisque
- Black
- Stainless Steel

### Interior Features

- Self-Cleaning Oven
- Hidden Bake Element
- Interior Oven Light
- Racks 2
- Optional Half-Rack
- Porcelain Broiler Pan and Grid
- Insta-Broil™ Element/Burner
- Convection With Third Element

### Exterior Features

- Porcelain Burner Bowls
- High-Performance Side Elements
- Glass-Ceramic Cooking Surface
- True-Color
- Full-Coverage Grates
- Removable Counterbalanced Glass Oven Door
- Full-Width Storage Drawer
- Touchmatic Electronic Oven Control
- Window XL

### Electric Element Wattage/ Gas Burner BTU (Nat./LP)

<table>
<thead>
<tr>
<th>Diameter</th>
<th>6” Radiant</th>
<th>7” Radiant</th>
<th>8” Radiant</th>
<th>9”/6” Dual Radiant</th>
</tr>
</thead>
<tbody>
<tr>
<td>Natural</td>
<td>1,200 Watts</td>
<td>1,500 Watts</td>
<td>2,000 Watts</td>
<td>2,500/1,000 Watts</td>
</tr>
<tr>
<td>LP</td>
<td>1,050 Watts</td>
<td>1,400 Watts</td>
<td>1,850 Watts</td>
<td>2,350/950 Watts</td>
</tr>
</tbody>
</table>

### Gas Connection Area

- Model ACS43720A: 1/2” (1.3) MIN. STARTING ON HORIZONTAL PLANE
- Model AC33350A: 3/8” (10) MIN. STARTING ON HORIZONTAL PLANE
- Model AGDS902: 1/2” (1.3) MIN. STARTING ON HORIZONTAL PLANE

### Installation Information

- Consult installation instructions for vent cutout dimensions.
- Refer to installation instructions packaged with unit or consult your local Amana representative before making any cutouts or final designs.
**Amana® Electric Wall Ovens**

**INSTALLATION INFORMATION**

Typical clearance from floor when installing in wall is 33” (89). For single wall oven under-counter installation with a cooktop, refer to cooktop installation instructions. Distance from countertop to bottom of cutout must be 3 1/2” (89). Steamed installation [1” (25) min. between cutouts] and side-by-side installation [1 1/4” (32) min. between cutouts] also possible.

### Oven Dimensions — in. (cm)

<table>
<thead>
<tr>
<th>Cutout Dimensions</th>
<th>Single Oven</th>
<th>Double Oven</th>
</tr>
</thead>
<tbody>
<tr>
<td>Overall Width</td>
<td>29 1/2 (75.6)</td>
<td>29 1/2 (75.6)</td>
</tr>
<tr>
<td>Overall Height</td>
<td>28 1/4 (71.8)</td>
<td>50 1/4 (127.6)</td>
</tr>
<tr>
<td>Overall Depth</td>
<td>24 7/16 (62.1)</td>
<td>24 7/16 (62.1)</td>
</tr>
</tbody>
</table>

### Cutout Dimensions — in. (cm)

<table>
<thead>
<tr>
<th>Cutout Dimensions</th>
<th>Single Oven</th>
<th>Double Oven</th>
</tr>
</thead>
<tbody>
<tr>
<td>Overall Width</td>
<td>29 3/4 (75.6)</td>
<td>29 3/4 (75.6)</td>
</tr>
<tr>
<td>Overall Height</td>
<td>28 1/4 (71.8)</td>
<td>50 1/4 (127.6)</td>
</tr>
<tr>
<td>Overall Depth</td>
<td>24 7/16 (62.1)</td>
<td>24 7/16 (62.1)</td>
</tr>
</tbody>
</table>

### Control Features

- Easy Touch Controls
- Electronic Clock With Timer
- Upfront Controls

### Oven Features

- Adjustable Self-Cleaning Oven With Auto Door Lock
- Even-Heat™ True Convection
- Delay-Clean Option
- Control Lockout
- Sabbath Mode
- Cook & Hold Setting
- Favorite Setting
- Electronic Clock With Timer
- Easy Touch Controls

### Oven Specifications

- Total Connected Load — kw @ 240V/208V: 3.6/2.7, 3.6/2.7, 7.2/5.4, 7.2/5.4
- Approximate Shipping Weight — lbs. (kg): 140 (63), 140 (63), 235 (106), 235 (106)
- Under-Counter/Cooktop Installation
- Gas Cartridge
- Timer
- Exact-Fit® Gas Cartridge ACS200
- Gas Cartridge (ACS200) (Right Side Only)
- Exclusive Smoke-Control Grill (ACL200) (Right Side Only)
- Gas Downdraft With Natural Gas Only
- On/Off Indicator Light
- Electronic Ignition System

### Gas Cooktops

**AMANA® Gas Cooktops**

**INSTALLATION INFORMATION**

- Model: AKS3040B, AKS3640
- Color: Stainless Steel, Black, Bisque, White
- Width: 29 1/2 (75.6), 36 (91.4)
- Height: 3 1/2 (8.9), 50 1/4 (127.6)
- Model: ACC3660A
- Color: Stainless Steel, Black, Bisque
- Width: 36 (91.4)
- Height: 50 1/4 (127.6)

### Installation Information

- Updraft Cooktop Downdraft Cooktop
- Right-Or Left-Hand Installation
- Countertop/Island/Peninsula Installation
- Installs Over 30” Amana® Wall Oven
- Stainless Steel, Black, Bisque, White
- Product Exterior Dimensions — in. (cm)
  - Width: 34 (86.4), 36 (91.4), 34 (86.4)
  - Depth: 24 1/4 (61.1), 24 1/4 (61.1), 24 1/4 (61.1)
  - Overall Height: 5 1/4 (13.3), 5 1/4 (13.3), 5 1/4 (13.3)
  - Overall Depth: 21 1/4 (54.0), 21 3/4 (55.2), 21 3/4 (55.2)
  - Overall Height Of Burner Box: 4 (10.2), 4 (10.2), 4 (10.2)
  -气体燃烧器规格
  - Burner BTU (Nat./LP)
  - Left Burner: 32,000/30,000, 32,000/30,000, 24,000/22,000
  - Right Rear Burner: 16,000/15,000, 16,000/15,000, 12,500/11,500
  - Center Burner: 10,500/10,000, 10,500/10,000, 8,000/7,500
  - Rear Burner: 4,000/3,500, 4,000/3,500, 3,500/3,200
  - Rear Burner: 3,500/3,200, 3,700/3,400, 3,700/3,400
  - Rear Burner: 3,700/3,400, 3,700/3,400, 3,700/3,400
  - Rear Burner: 3,700/3,400, 3,700/3,400, 3,700/3,400

### Burners & Accessories

- Gas Cartridge ACS200 (Right Side Only)
- Exclusive Smoke-Control Grill (ACL200) (Right Side Only)
- Gas Downdraft (Natural Gas Only)
- Electronic Ignition System
- On/Off Indicator Light
- Electronic Ignition System
- Gas Cartridge (ACS200) (Right Side Only)
- Exclusive Smoke-Control Grill (ACL200) (Right Side Only)
- Gas Downdraft (Natural Gas Only)

### Other Features

- One-Piece Burner Grates
- Removable Burner Caps
- Cast Iron Grates
- Metal Burners
- Porcelain Broiler Pan
- Large Viewing Window
- Automatic Oven Light
- Six-Pass Broiler
- Adjustable Self-Cleaning Oven With Auto Door Lock
- Electronic Ignition System
- On/Off Indicator Light
- Electronic Ignition System
- Gas Cartridge (ACS200) (Right Side Only)
- Exclusive Smoke-Control Grill (ACL200) (Right Side Only)
- Gas Downdraft (Natural Gas Only)

### Specifications

- Oven Capacity — cu. ft.: 3.8, 3.8, 3.8, 3.8
- Oven Features:
  - Gas Cartridge ACS200 (Right Side Only)
  - Exclusive Smoke-Control Grill (ACL200) (Right Side Only)
  - Gas Downdraft (Natural Gas Only)

### Colors

<table>
<thead>
<tr>
<th>Color</th>
<th>Single Oven</th>
<th>Double Oven</th>
</tr>
</thead>
<tbody>
<tr>
<td>Stainless</td>
<td>30” Stainless</td>
<td>30” Stainless</td>
</tr>
<tr>
<td>Black</td>
<td>30” Black</td>
<td>30” Black</td>
</tr>
<tr>
<td>Bisque</td>
<td>30” Bisque</td>
<td>30” Bisque</td>
</tr>
<tr>
<td>White</td>
<td>30” White</td>
<td>30” White</td>
</tr>
</tbody>
</table>

### Installation Notes

- Amana’s ongoing commitment to quality products may mean a change in product specifications without notice.

---

Amana’s ongoing commitment to quality products may mean a change in product specifications without notice.
### Amana® Electric Cooktops

<table>
<thead>
<tr>
<th>Models</th>
<th>AKT3040</th>
<th>AKT3450</th>
<th>ACC4370A</th>
</tr>
</thead>
<tbody>
<tr>
<td>Style</td>
<td>30&quot; Electric Radiant Smoothtop</td>
<td>36&quot; Electric Radiant Smoothtop</td>
<td>30&quot; Electric Radiant Smoothtop</td>
</tr>
<tr>
<td>Colors</td>
<td>Stainless Steel, Glass-Ceramic</td>
<td>Stainless Steel, Glass-Ceramic</td>
<td>Stainless Steel, Glass-Ceramic</td>
</tr>
<tr>
<td>Controls</td>
<td>Front Control Panel</td>
<td>Front Control Panel</td>
<td>Front Control Panel</td>
</tr>
<tr>
<td>Dimensions — in. (cm)</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Width</td>
<td>29 9/16 (75.1)</td>
<td>35 3/4 (90.8)</td>
<td>29 3/8 (74.6)</td>
</tr>
<tr>
<td>Depth</td>
<td>21 1/2 (54.6)</td>
<td>21 1/2 (54.6)</td>
<td>21 1/16 (53.5)</td>
</tr>
<tr>
<td>Height</td>
<td>3 1/8 (7.9)</td>
<td>3 1/8 (7.9)</td>
<td>7 7/8 (20.0)</td>
</tr>
</tbody>
</table>

### Installation Information

Amana’s ongoing commitment to quality products may mean a change in product specifications without notice.

Refer to installation instructions packaged with unit or consult your local Amana representative before making any cutouts or final designs.

### Specifications

- **Total Connected Load** — kw @ 240V/208V
  - 7.2/5.4
  - 7.3/5.5
  - 7.3/5.5

- **Back Countertop Clearance**
  - 1/2 (1.3) min.

- **Front Countertop Clearance**
  - 2 1/2 (6.4)

- **Cutout Width**
  - 28 7/8 (73.3)

- **Cutout Depth**
  - 20 3/4 (52.7)

- **Clearance Below Countertop**
  - 4 1/2 (11.4)

- **Overall Height Of Burner Box**
  - 2 7/8 (7.3)

- **Product Exterior Dimensions** — in. (cm)
  - Width: 30 9/16 (77.4)
  - Depth: 21 1/2 (54.6)
  - Height: 3 1/8 (7.9)

- **Cutout Dimensions** — in. (cm)
  - Width: 28 7/8 (73.3)
  - Depth: 20 3/4 (52.7)

- **Cooktop Light**
  - Front Control Panel

- **Element Wattage @ 240V**
  - Upfront Controls •
    - Hot-Surface Indicator Lights
    - Power "ON" Indicator Lights

- **Fast Heat Element**
  - 9"/6" Dual Ribbon Radiant
  - 100 (C)

- **Add-Ons**
  - Warming Zone (1)
  - Sensor Reheat 3-Option
  - Sensor Cook 3-Option
  - Auto Cook 4-Option
  - Auto Reheat 4-Option

- **Turntable On/Off**
  - Surface Lights — Hi/Low/Off
  - Surface Vent — Hi/Low

- **Minimum Design**
  - Cabinet Backguard to Bottom 15 3/8 (39.1)
  - Counter to Top of Cabinet Above 30" (76.2)
  - Dimensions — in. (cm)
    - Width: 29 15/16 (76.0)
    - Depth: 15 3/8 (39.1)
    - Height: 16 7/16 (41.8)

- **OVEN**
  - Wattage •
  - Extra-Large Turntable

- **Model Options**
  - ACC4370A
  - Downdraft Cooktop
  - Smoothtop

- **Amber**
  - White
  - Black
  - 3-Color Display

### Amana® Radarange® Over-the-Range Microwave Ovens

<table>
<thead>
<tr>
<th>Models</th>
<th>ACO1520A</th>
<th>ACO1560A</th>
<th>ACO1840A</th>
<th>ACO1860A</th>
</tr>
</thead>
<tbody>
<tr>
<td>Colors</td>
<td>Stainless Steel</td>
<td>Stainless Steel</td>
<td>Stainless Steel, Glass-Ceramic</td>
<td>Stainless Steel, Glass-Ceramic</td>
</tr>
<tr>
<td>Features</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Capacity — cu. ft.</td>
<td>1.5</td>
<td>1.5</td>
<td>1.8</td>
<td>1.8</td>
</tr>
<tr>
<td>Wattage</td>
<td>1,000</td>
<td>1,000</td>
<td>1,000</td>
<td>1,000</td>
</tr>
<tr>
<td>Extra-Large Turntable</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Installable Wall Model</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Microwave Sensor</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Surface Sensor</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Turntable</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Complete Reminder</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Warm/Hold</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Light Timer</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Kitchen Timer</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Rapid Defrost (1 Pound)</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Time Defrost</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Touchmatic® Control System</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>10 Power Levels</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Surface Lights — Hi/Low/Off</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Surface Vent — Hi/Low</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Word-Prompt Display Scrolling 7-Digit</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Turntable On/Off</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Extra-Large Turntable</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

### Installation Information

Amana’s ongoing commitment to quality products may mean a change in product specifications without notice.

Refer to installation instructions packaged with unit or consult your local Amana representative before making any cutouts or final designs.

- **Installation**
  - A. Opening Width: 30" (76.2 cm) min.
  - B. Opening Depth: 13" (33 cm) min.
  - C. Counter to Top of Opening: 30" (76.2 cm) min.
  - D. Range Backguard to Bottom of Microwave: 2" (5.1 cm) max.

- **Cutout Dimensions**
  - A. Opening Width: 30" (76.2 cm) min.
  - B. Opening Depth: 13" (33 cm) min.
  - C. Counter to Top of Opening: 30" (76.2 cm) min.

- **Programmed Pads**
  - Appliance | Sensor | Sensor
  - Frozen Entrée | Sensor | Sensor
  - Beverage | Sensor | Sensor
  - Programmed Pads | Sensor | Sensor
  - Interchangeable Keys | Sensor | Sensor
  - Control Setup | Battery | Battery
  - Child Lockout | Sensor | Sensor
  - Charcoal Filter | Sensor | Sensor
  - Exterior Door Light | Sensor | Sensor
  - Exterior Door Light

- **Model Options**
  - ACC4370A
  - Smoothtop

- **Turntable On/Off**
  - Surface Lights — Hi/Low/Off
  - Surface Vent — Hi/Low

- **Minimum Design**
  - Cabinet Backguard to Bottom 15 3/8 (39.1)
  - Counter to Top of Cabinet Above 30" (76.2)
  - Dimensions — in. (cm)
    - Width: 29 15/16 (76.0)
    - Depth: 15 3/8 (39.1)
    - Height: 16 7/16 (41.8)
**AMANA® RADARANGE® COUNTERTOP MICROWAVE OVENS**

### Models
- UMC1061AA
- ACMO860AA
- ACM1120A
- ACM1460A
- ACM1580A
- ACM2160A

#### Colors
- White
- Black
- Bisque
- Stainless Steel

### Features

<table>
<thead>
<tr>
<th>Capacity</th>
<th>in.</th>
<th>0.5</th>
<th>0.6</th>
<th>0.8</th>
<th>1.1</th>
<th>1.4</th>
<th>1.5</th>
</tr>
</thead>
<tbody>
<tr>
<td>Wattage</td>
<td>kW</td>
<td>0.6</td>
<td>0.8</td>
<td>1.1</td>
<td>1.4</td>
<td>1.5</td>
<td>1.8</td>
</tr>
<tr>
<td>Turntable</td>
<td>Height</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
</tr>
<tr>
<td>Turntable</td>
<td>Width</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
</tr>
<tr>
<td>Turntable</td>
<td>Depth</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
</tr>
<tr>
<td>Temperature</td>
<td>0°F</td>
<td>10°F</td>
<td>20°F</td>
<td>30°F</td>
<td>40°F</td>
<td>50°F</td>
<td></td>
</tr>
<tr>
<td>Sensor Reheat</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td></td>
</tr>
<tr>
<td>Sensor Cook</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td></td>
</tr>
<tr>
<td>Auto Cook</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td></td>
</tr>
<tr>
<td>Auto Bake/Auto Roast</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td></td>
</tr>
<tr>
<td>Dinner Plate</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td></td>
</tr>
<tr>
<td>Fresh Vegetable</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td></td>
</tr>
<tr>
<td>Frozen Vegetable</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td></td>
</tr>
<tr>
<td>Frozen Entrée</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td></td>
</tr>
<tr>
<td>Pizza</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td></td>
</tr>
<tr>
<td>Beverage</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td></td>
</tr>
<tr>
<td>Potato</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td></td>
</tr>
<tr>
<td>Popcorn</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td></td>
</tr>
</tbody>
</table>

### Dimensions

<table>
<thead>
<tr>
<th>Mode</th>
<th>Width</th>
<th>Height</th>
<th>Depth</th>
</tr>
</thead>
<tbody>
<tr>
<td>UMC1061AA</td>
<td>1061 A</td>
<td>1061 B</td>
<td>1061 C</td>
</tr>
<tr>
<td>ACMO860AA</td>
<td>860 A</td>
<td>860 B</td>
<td>860 C</td>
</tr>
<tr>
<td>ACM1120A</td>
<td>1120 A</td>
<td>1120 B</td>
<td>1120 C</td>
</tr>
<tr>
<td>ACM1460A</td>
<td>1460 A</td>
<td>1460 B</td>
<td>1460 C</td>
</tr>
<tr>
<td>ACM1580A</td>
<td>1580 A</td>
<td>1580 B</td>
<td>1580 C</td>
</tr>
<tr>
<td>ACM2160A</td>
<td>2160 A</td>
<td>2160 B</td>
<td>2160 C</td>
</tr>
</tbody>
</table>

### Installation Information

**AMANA® KITCHEN HOODS**

### Models
- UXT2030A
- UXT2036A
- UXT4030A
- UXT4036A
- UXT5230AD
- UXT5236AD
- UXT5430AD
- UXT5436AD

#### Colors
- White
- Stainless Steel
- Black
- Bisque
- White

### Specifications

<table>
<thead>
<tr>
<th>Model</th>
<th>Colors</th>
<th>Width</th>
<th>Height</th>
<th>Depth</th>
</tr>
</thead>
<tbody>
<tr>
<td>UXT2030A</td>
<td>—</td>
<td>20 (50.8)</td>
<td>11 (28.0)</td>
<td>17 1/2 (44.5)</td>
</tr>
<tr>
<td>UXT2036A</td>
<td>—</td>
<td>20 (50.8)</td>
<td>11 (28.0)</td>
<td>22 1/4 (56.5)</td>
</tr>
<tr>
<td>UXT4030A</td>
<td>—</td>
<td>40 (101.6)</td>
<td>11 (28.0)</td>
<td>17 1/2 (44.5)</td>
</tr>
<tr>
<td>UXT4036A</td>
<td>—</td>
<td>40 (101.6)</td>
<td>11 (28.0)</td>
<td>22 1/4 (56.5)</td>
</tr>
<tr>
<td>UXT5230AD</td>
<td>—</td>
<td>52 (132.1)</td>
<td>11 (28.0)</td>
<td>22 1/4 (56.5)</td>
</tr>
<tr>
<td>UXT5236AD</td>
<td>—</td>
<td>52 (132.1)</td>
<td>11 (28.0)</td>
<td>27 1/4 (69.2)</td>
</tr>
<tr>
<td>UXT5430AD</td>
<td>—</td>
<td>54 (137.2)</td>
<td>11 (28.0)</td>
<td>27 1/4 (69.2)</td>
</tr>
<tr>
<td>UXT5436AD</td>
<td>—</td>
<td>54 (137.2)</td>
<td>11 (28.0)</td>
<td>30 1/4 (76.8)</td>
</tr>
</tbody>
</table>

### Features

- Electronic Touch Controls
- Slide Controls
- Electronic Touch Controls

### Specifications

<table>
<thead>
<tr>
<th>Model</th>
<th>Width</th>
<th>Height</th>
<th>Depth</th>
</tr>
</thead>
<tbody>
<tr>
<td>UXT2030A</td>
<td>20 (50.8)</td>
<td>11 (28.0)</td>
<td>17 1/2 (44.5)</td>
</tr>
<tr>
<td>UXT2036A</td>
<td>20 (50.8)</td>
<td>11 (28.0)</td>
<td>22 1/4 (56.5)</td>
</tr>
<tr>
<td>UXT4030A</td>
<td>40 (101.6)</td>
<td>11 (28.0)</td>
<td>17 1/2 (44.5)</td>
</tr>
<tr>
<td>UXT4036A</td>
<td>40 (101.6)</td>
<td>11 (28.0)</td>
<td>22 1/4 (56.5)</td>
</tr>
<tr>
<td>UXT5230AD</td>
<td>52 (132.1)</td>
<td>11 (28.0)</td>
<td>22 1/4 (56.5)</td>
</tr>
<tr>
<td>UXT5236AD</td>
<td>52 (132.1)</td>
<td>11 (28.0)</td>
<td>27 1/4 (69.2)</td>
</tr>
<tr>
<td>UXT5430AD</td>
<td>54 (137.2)</td>
<td>11 (28.0)</td>
<td>27 1/4 (69.2)</td>
</tr>
<tr>
<td>UXT5436AD</td>
<td>54 (137.2)</td>
<td>11 (28.0)</td>
<td>30 1/4 (76.8)</td>
</tr>
</tbody>
</table>

### Dimensions

<table>
<thead>
<tr>
<th>Model</th>
<th>Width</th>
<th>Height</th>
<th>Depth</th>
</tr>
</thead>
<tbody>
<tr>
<td>UXT2030A</td>
<td>20 (50.8)</td>
<td>11 (28.0)</td>
<td>17 1/2 (44.5)</td>
</tr>
<tr>
<td>UXT2036A</td>
<td>20 (50.8)</td>
<td>11 (28.0)</td>
<td>22 1/4 (56.5)</td>
</tr>
<tr>
<td>UXT4030A</td>
<td>40 (101.6)</td>
<td>11 (28.0)</td>
<td>17 1/2 (44.5)</td>
</tr>
<tr>
<td>UXT4036A</td>
<td>40 (101.6)</td>
<td>11 (28.0)</td>
<td>22 1/4 (56.5)</td>
</tr>
<tr>
<td>UXT5230AD</td>
<td>52 (132.1)</td>
<td>11 (28.0)</td>
<td>22 1/4 (56.5)</td>
</tr>
<tr>
<td>UXT5236AD</td>
<td>52 (132.1)</td>
<td>11 (28.0)</td>
<td>27 1/4 (69.2)</td>
</tr>
<tr>
<td>UXT5430AD</td>
<td>54 (137.2)</td>
<td>11 (28.0)</td>
<td>27 1/4 (69.2)</td>
</tr>
<tr>
<td>UXT5436AD</td>
<td>54 (137.2)</td>
<td>11 (28.0)</td>
<td>30 1/4 (76.8)</td>
</tr>
</tbody>
</table>

### Installation Information

Refer to installation instructions packaged with unit or consult your local Amana representative before making any cutouts or final designs.

All models listed may not be available from every Amana dealer. Because of continuing product improvement, Amana reserves the right to change specifications without notice.
For the latest product information, visit www.amana.com.