
• Auto-Touch® control panel lets users   

 easily select times and power levels.       

 The controls are precise and easy-to-use.

• 5-Digit, 2-Color Lighted Display is easy    

 to read.

• Minute Plus™ sets the oven at High with   

 a single touch.

• Reheat options make it especially easy to  

 heat 4 often served foods including   

 beverages, rolls and muffins.

• Cook options ensure perfectly cooked   

 popular foods for up to 6 servings.

• Defrost options quickly defrost meats    

 and poultry by weight. Specific program  

 for each category assures excellent,  

 even results.

• Pops Microwave Popcorn automatically  

 regardless of package size or brand.

• Programmable for 3 cooking stages.

• 10 Variable Power Levels vary cooking   

 speed for everything from fast reheating  

 to delicate sauces.

• Three Convenient Venting Options:   

 horizontal, vertical or recirculating.

• Work Light and Exhaust Fan provide   

 convenience for range-top cooking.

• Kitchen Timer provides exact timing for  

 cooking, phone calls or other tasks.

• Other features include: Child Lock safety  

 feature, Demo Mode and Audible Signal   

 Elimination.
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COLORS :  R-1405-Black, R-1406-White
 with glass window

cookware
2 qt. oblong

4 qt. oval / 5 qt. round

Ideal for
6-8 servings

14 1/8"
Carousel®

turntable

full size over the range
1.4 cu. ft.
950 watts

R - 1 4 0 5  /  R - 1 4 0 6   O v e r  t h e  R a n g e

1 Baked Potatoes
2 Fresh Vegetables
3 Frozen Vegetables
4 Frozen Entrees

1 2 3

4 5 6

0

7 8 9

POWER
LEVEL

TIMER
CLOCK

STOP
CLEAR

START
MINUTE P LUS

REHEAT

COOK

DEFROST

POPCORN

1 Dinner P late
2 Be verage
3 Rolls a nd muffins
4 Soup

1 Ground Meat
2 Steaks/Chops
3 Bo neless Po ultry
4 Bo ne-in Po ultry

FAN LIGHT



OVEN CAPACITY 1.4 cu. ft.

COOKING UNIFORMITY Carousel Turntable System    
14 1/8" diameter glass turntable

DISPLAY 5-digit, 2-color, lighted

CONTROL Auto-Touch Controls

SPECIAL FEATURES Minute Plus, Popcorn,  Reheat (dinner plate, beverage, rolls 
& muffins, soup), Cook (baked potatoes, fresh vegetables, 
frozen vegetables, frozen entrees), Defrost (ground meat, 
steaks/chops, boneless poultry, bone-in poultry), Kitchen 
Timer, 3-Stage Programming, 10 Variable Power Levels, 
Ventilation Fan, Work Light, Child Lock, Audible Signal 
Elimination, Demonstration Mode 

COLOR R-1405: Black      
R-1406:  White      

OVEN INTERIOR Acrylic with light

OUTPUT POWER 950 Watts

OUTSIDE DIMENSIONS (WHD) 29 15/16" x 16 1/4" x 15 9/16"

OVEN DIMENSIONS (WHD) 17 1/2" x 9 7/8" x 14 15/16"

APPROX. WEIGHT Net :  55 lb.      Shipping :  63 lb.

AC LINE VOLTAGE 120 Volts, single phase, 60 Hz, AC only

AC POWER REQUIRED 1.64 kW, 14 Amps

SAFETY COMPLIANCE FCC, DHHS, UL listed

UPC CODE R-1405:  074000 611115      
R-1406:  074000 611108  

OPTIONAL ACCESSORIES RK-250 Charcoal filter for non-ducted installation available 
at extra cost.

Design and specifications subject to 
change without notice.

S p e c i f i c a t i o n s
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LIMITED WARRANTY :  7 years on
magnetron tube, 1 year on all other parts,

 1 year on related labor and in-home service.
See Operation Manual or your dealer for 

complete details.
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Sharp Plaza • Mahwah • NJ 07430-2135
1-800-BE-SHARP  •  www.sharpusa.com

© 2002 Sharp Electronics Corporation

Dimension Express :
To receive the most current specifications

from Dimension Express, visit 
www.dexpress.com or call (775) 833-3600 
from a fax machine.  Enter code 9026 for 

instructions and a directory of Sharp 
microwave oven products.
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Each Sharp Over the Range 

microwave oven can be 

easily adapted for either 

outside ventilation   

(vertical or horizontal) or 

non-vented, ductless 

recirculation.  Make sure 

the top of oven will be at 

least 66" from the floor and 

at least 30" from the 

cooking surface.  A separate 

15 amp. or greater electrical 

receptacle must be located 

in the cabinet directly 

above the microwave oven.


