
SP-BS22-LR

Features
›› RF Molded Curved Cabinet

›› 4” Structured Surface Woofer

›› 1” High Efficiency Soft Dome Tweeter

›› Gold 5-Way Binding Posts

›› 6 Element Sophisticated Crossover

›› Oversized Magnets with Vented Pole Piece for Improved 
Bass Response

›› Improved Sensitivity for More Efficient Power Input

›› 80 Watt Power Handling
	 	

Specifications	 	
›› Enclosure...................................................Bass-reflex Bookshelf

›› Configuration......................................................................2-way

›› Frequency Range....................................................55 Hz-20 kHz

›› Nominal Impedance.......................................................6 Ohms

›› Sensitivity (2.83 V)...............................................................85 dB

›› Maximum Input Power.........................................................80 W

›› Cross-Over Frequency.........................................................3 kHz

›› Magnetically Shielded............................................................No

›› Dimensions (W x H x D) .................7-1/8” x 12-9/16” x 8-7/16”

›› Weight (each)................................................................9 lbs 2 oz

›› Woofer.......................................................................................4”

›› Tweeter......................................................................................1”

›› UPC........................................................................012562906119

Andrew Jones Designed Bookshelf Loudspeakers
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Created by world-renowned speaker engineer Andrew Jones and completely
re-engineered for 2012, the SP-BS22-LR bookshelf speakers offer

extraordinary performance and remarkable quality to deliver a phenomenal 	
music and home theater experience.


