
The TruVision® line brings the benefi ts of digital security monitoring to 
commercial applications with reliable, cost-effective video solutions.

See TruVision 
in a whole new way.



Complete 
systems built 
on compatible 
performance

The TruVision® line of video equipment 
is designed to work together to provide 
comprehensive security that’s scalable, 
reliable and easy to use.

Streamlined, centralized management and mobile apps 
offer greater convenience and control, while leading-
edge cameras and recorders deliver practical and reliable 
surveillance, even in the most challenging environments. 
With advanced technology and innovative features, 
TruVision products can provide a complete, cost-effective 
security system for a wide range of applications:

	 ·  Banks and financial institutions
	 ·  K-12 schools
	 ·  Retail stores
	 ·  Office buildings
	 ·  Healthcare facilities
	 ·  Manufacturing and warehouses
	 ·  Utilities and remote sites
	 ·  Apartment complexes



TruVision software provides advanced video management capabilities within a streamlined, user-friendly 
interface. Compatible with Interlogix™ and third-party cameras, recorders and monitors, TruVision software 
offers a cost-effective video management solution that’s highly fl exible and scalable. Optional remote 
capabilities allow you to access the system and monitor your facilities even while you’re away.

TruVision® Software

Designed for use with Commercial Off-The-Shelf Storage 
(COTS) servers, the TruVision Software Video Recorder 
(SVR) easily integrates with TruVision Navigator software 
to deliver a seamless video management experience. It 
can support more than 300 IP cameras from Interlogix or 
a third party manufacturer, making it a highly fl exible and 
scalable software solution.

•   Fully supported by TruVision Navigator software

• Simple, one-time licensing with no recurring fees 

•  Supports more than 300 cameras with up to 
10MPx resolution

TruVision Mobile Apps
Compatible with Apple iOS and Android phones and tablets, 
TruVision mobile apps allow you to access and monitor your 
surveillance system from anywhere in the world. 

• Real-time video monitoring via TruVision recorders 

• Remote connection via Wi-Fi, 3G, 4G or LTE network

• No limit on number of devices that can be added 

SVR Ordering Information

TVS-BASE TruVision SVR Base License. 
Required for Each TruVision SVR Recorder

TVS-CAM TruVision SVR 3rd Party Camera License. 
Required for Each Individual 3rd Party Camera

TVS-CAM-ILX TruVision SVR Interlogix Camera License. 
Required for Each Individual Interlogix Camera

With an open platform providing a fl exible migration 
path to IP, TruVision Navigator 5 represents the ideal 
commercial VMS. It’s not only easy to install and use, 
but also offers greater scalability to accommodate future 
growth. Plus, when used with the new TruVision Software 
Video Recorder (SVR), only a one-time licensing fee 
is required.

•  Backward compatibility accommodates legacy 
equipment investment

•  Open platform offers a fl exible migration path from 
analog to IP

•  Scalable architecture supports applications ranging 
from stand-alone systems up to enterprise IT 
environments

Navigator 5 Ordering Information

DOWNLOAD ONLY www.interlogix.com/navigator5

Free downloads
Free downloads via iTunes 
App Store and Android Market:

interlogix.com/video/category/software
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Analog Cameras
Equipped with advanced features, superb optical quality and fl exible form factors, TruVision analog 
cameras are well suited for retail, parking lots and a variety of other indoor and outdoor applications.

Series Resolution Form Factors IR Rating Voltage

960H Premium Resolution Series 700TVL Wedge/Bullet/Dome/Turret Yes Varies 24VAC/12VDC or 12VDC 
only (varies by model)

960H Premium Resolution PTZ Series 700TVL PTZ Dome No IP66 (Outdoor Models) 24VAC

6100 Series 600-650TVL Box/Bullet/Turret Select 
Models

Varies 24VAC/12VDC or 12VDC 
only (varies by model)

5100 Series 550TVL Box/Bullet/Dome/Turret Select 
Models

Varies 12VDC

Specialty and Covert Series Up to 550TVL PIR/Smoke/Corner Mount No N/A 12VDC

PTZ Mini 12X Series 540TVL No IP66 (Outdoor Models) 24VAC

Analog Cameras Comparison Table

5100 Series 
Fixed Cameras

6100 Series Indoor 
Dome Cameras

6100 Series 
Box Cameras

•  550TVL resolution and 0.5 lux sensitivity 
deliver excellent video quality 

•  Built-in IR illuminators offer enhanced 
low-light performance 

•  Professional IR and economy options 
provide complete, cost-effective security 
for a range of budgets and applications

•  600TVL sensor is engineered to deliver 
superior resolution

•  2.6mm to 6mm varifocal lens provides 
crisp, detailed images

•  Compact, lightweight design is ideal for 
smaller venues

•  Digital Noise Reduction technology 
provides excellent video quality even 
under variable and harsh light conditions

•  adaptive Tone Reproduction (aTR) 
reveals details under wide dynamic range 
conditions

•  Highlight Compensation (HLC) technology 
suppresses intense situations such as 
bright vehicle headlights
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TruVision® Analog Products
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Certain features available only on select models.



6100 Series Rugged 
Dome Cameras

6100 Series 
IR Cameras

960H Premium Resolution 
Series PTZ Cameras

•  Removable IR cut fi lter provides true day/
night surveillance that’s ideal for both 
indoor and outdoor applications

•  Built-in IR illuminator (on TVD-6125 
models) provides crisp details even when 
no other illumination is applied

•  Weatherproof, vandal-resistant enclosure 
offers additional durability and value

•  700TVL resolution and a 23X or 36X 
optical (16X digital) zoom deliver crisp, 
clear images, even at a distance

•  Motion detection, auto-tracking and 
electronic image stabilization support 
additional surveillance needs

•  24-zone privacy mask blocks out areas 
such as fi tting rooms or restricted zones

•  Infrared (IR) technology provides detailed 
black-and-white images in low light and 
total darkness 

•  Multiple resolution, lens, IR range and 
form factor options accommodate almost 
any application 

•  IP67 rating weather-resistant enclosures 
offer added durability for outdoor 
applications
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960H Premium Resolution Indoor & 
Outdoor Motorized Lens Dome Cameras

•  960H (700TVL) resolution and 0.01 lux sensitivity provide 
outstanding image quality

•  De-fog feature improves video images in poor weather 
conditions such as smog, fog or smoke

•  Smart 3DNR technology delivers enhanced images in 
low-light scenarios
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960H Premium Resolution 
IR Bullet Cameras

•  960H (700TVL) resolution and 0.01 lux sensitivity provide 
outstanding image quality

•  IR illumination range of up to 328 ft. offers crisp, clear images, 
even at a distance

•  IP67 rating weather-resistant enclosures offer added durability 
for outdoor applications
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Covert and Specialty Cameras

•	 �Covert PIR contains a state-of-the-art imaging system in an 
authentic, non-functional motion detector housing

•	 �Covert Smoke Detector discreetly houses a high-resolution 
imager that can accommodate up to five camera modules 

•	 �Specialty Rugged Corner Mount houses a high-resolution imager 
with wide-angle lens options ideal for tight applications such as 
elevators and hallways

960H Premium Resolution 
IR Wedge Cameras

•	 �960H (700TVL) resolution delivers exceptional video quality

•	 �IR cut filter provides true day/night surveillance that’s ideal 
for both indoor and outdoor applications

•	 �User-friendly design installs quickly and easily

•	 �Extremely compact design is ideal for limited-space applications 

•	 �12X day/night camera options with 12X digital zoom provide full 
video coverage in a variety of applications

•	 �Full 540TVL resolution delivers sharp, clear images

•	 �Indoor and outdoor models offer installation flexibility

960H Premium Resolution  
IR Turret Cameras
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•	 �960H (700TVL) resolution delivers exceptional video quality

•	 �Compact, lightweight design offers installation flexibility

•	 �Durable, weather-resistant enclosures support outdoor applications
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IFS® Media Converters 
Take advantage of advanced digital technology while protecting your investment in analog 

equipment with IFS media converters. These converters eliminate the hassle and cost of 

pulling new cable, helping you migrate from analog to IP easily and cost-effectively.



Analog Cameras Ordering Information
5100 SERIES FIXED CAMERAS

TVC-5120-1-N TruVision® 550TVL Box Camera, True D/N, 12VDC, NTSC

TVC-5120-1-P TruVision 550TVL Box Camera, True D/N, 12VDC, PAL 

TVD-5110-3-N TruVision 550TVL Indoor Dome, Digital D/N, Fixed Lens 3.6mm, 
12VDC, NTSC 

TVD-5110-3-P TruVision 550TVL Indoor Dome, Digital D/N, Fixed Lens 3.6mm,12VDC, PAL 

TVC-5125BE-3-N TruVision 550TVL Bullet, Outdoor, True D/N, IR Illumination, Fixed 
Lens 3.6mm, 12VDC, NTSC 

TVC-5125BE-3-P TruVision 550TVL Bullet, Outdoor, True D/N, IR Illumination, Fixed 
Lens 3.6mm, 12VDC, PAL 

TVD-5125TE-3-N TruVision 550TVL Turret, Outdoor, True D/N, IR Illumination, Fixed 
Lens 3.6mm, 12VDC, NTSC 

TVD-5125TE-3-P TruVision 550TVL Turret, Outdoor, True D/N, IR Illumination, Fixed 
Lens 3.6mm, 12VDC, PAL

6100 SERIES INDOOR DOME CAMERAS

TVD-DOME6-HR TruVision 600TVL Color Dome Camera, 2.6mm–6mm Varifocal Lens, 
12 VDC/24 VAC, NTSC

TVD-DOME6-HR-P TruVision 600TVL Color Dome Camera, 2.6mm–6mm Varifocal Lens, 
12 VDC/24 VAC, PAL

6100 SERIES BOX CAMERAS

TVC-6110-1-N TruVision Box Camera, 600TVL, Digital D/N, BNC, 12 VDC, NTSC

TVC-6120-1-N TruVision Box Camera, 600TVL, True D/N, BNC, 12 VDC/24 VAC, NTSC

TVC-6110-1-P TruVision Box Camera, 600TVL, Digital D/N, BNC, 12 VDC, PAL

TVC-6120-1-P TruVision Box Camera, 600TVL, True D/N, BNC, 12 VDC/24 VAC, PAL

6100 SERIES RUGGED DOME CAMERAS

TVD-6120VE-2-N TruVision Rugged Dome Camera, 600TVL, BNC, 12 VDC/24 VAC, NTSC

TVD-6125VE-2-N TruVision Rugged Dome Camera, 600TVL, BNC, IR Illumination, 12 
VDC/24 VAC, NTSC

TVD-6120VE-2-P TruVision Rugged Dome Camera, 600TVL, BNC, 12 VDC/24 VAC, PAL

TVD-6125VE-2-P TruVision Rugged Dome Camera, 600TVL, BNC, IR Illumination, 12 
VDC/24 VAC, PAL

6100 SERIES IR CAMERAS

NTSC

TVC-BIR6-SR TruVision IR Bullet Camera, 600TVL, 3.6mm Fixed Lens, IR 15m  
12 VDC, NTSC

TVD-TIR6-SR TruVision IR Dome Camera, 600TVL, 3.6mm Fixed Lens, IR 15m  
12 VDC, NTSC

TVC-BIR6-MR TruVision IR Bullet Camera, 600TVL, 3.3 to 12mm VF Lens, True Day/
Night, IR 25m 12 VDC/24 VAC, NTSC

TVD-TIR6-MR TruVision IR Dome Camera, 600TVL, 3.3 to 12mm VF Lens, IR 25m 
12 VDC/24 VAC, NTSC

TVC-BIR6-HR TruVision IR Bullet Camera, 600TVL, 6 to 50mm VF Lens, True Day/
Night, IR 55m 12 VDC/24 VAC, NTSC

TVD-TIR6-HR TruVision IR Dome Camera, 600TVL, 3.3 to 12mm VF Lens, IR 25m 
12 VDC/24 VAC, NTSC

PAL

TVC-BIR6-SR-P TruVision IR Bullet Camera, 600TVL, 3.6mm Fixed Lens, IR 15m,12 VDC, PAL

TVD-TIR6-SR-P TruVision IR Dome Camera, 600TVL, 3.6mm Fixed Lens, IR 15m,12 VDC, PAL

TVC-BIR6-MR-P TruVision IR Bullet Camera, 600TVL, 3.3 to 12mm VF Lens, True Day/
Night, IR 25m 12 VDC/24 VAC, PAL

TVD-TIR6-MR-P TruVision IR Dome Camera, 600TVL, 3.3 to 12mm VF lens, IR 25m  
12 VDC/24 VAC, PAL

TVC-BIR6-HR-P TruVision IR Bullet Camera, 600TVL, 6 to 50mm VF Lens, True Day/
Night, IR 55m 12 VDC/24 VAC, PAL

TVD-TIR6-HR-P TruVision IR Dome Camera, 600TVL, 3.3 to 12mm VF Lens, IR 25m 
12 VDC/24 VAC, PAL

960H PREMIUM RESOLUTION SERIES PTZ CAMERAS

TVP-4101 TruVision® Pan/Tilt/Zoom Dome, NTSC, 700TVL, 23X, True D/N, 
DWDR, Pendant Outdoor, IP66, 24VAC

TVP-4102 TruVision Pan/Tilt/Zoom Dome, NTSC, 700TVL, 23X, True D/N, 
DWDR, Surface Mount, IP44, 24VAC

TVP-4103 TruVision Pan/Tilt/Zoom Dome, NTSC, 700TVL, 23X, True D/N, 
DWDR, Flush Mount, IP54, 24VAC

TVP-4104 TruVision Pan/Tilt/Zoom Dome, NTSC, 700TVL, 36X, True D/N, 
DWDR, Pendant Outdoor, IP66, 24VAC

TVP-4105 TruVision Pan/Tilt/Zoom Dome, NTSC, 700TVL, 36X, True D/N, 
DWDR, Surface Mount, IP44, 24VAC

TVP-4106 TruVision Pan/Tilt/Zoom Dome, NTSC, 700TVL, 36X, True D/N, 
DWDR, Flush Mount, IP54, 24VAC

TVP-2101 TruVision Pan/Tilt/Zoom Dome, PAL, 700TVL, 23X, True D/N, DWDR, 
Pendant Outdoor, IP66, 24VAC

960H PREMIUM RESOLUTION SERIES PTZ CAMERAS CONT.

TVP-2102 TruVision Pan/Tilt/Zoom Dome, PAL, 700TVL, 23X, True D/N, DWDR, 
Surface Mount, IP44, 24VAC

TVP-2103 TruVision Pan/Tilt/Zoom Dome, PAL, 700TVL, 23X, True D/N, DWDR, 
Flush Mount, IP54, 24VAC

TVP-2104 TruVision Pan/Tilt/Zoom Dome, PAL, 700TVL, 36X, True D/N, DWDR, 
Pendant Outdoor, IP66, 24VAC

TVP-2105 TruVision Pan/Tilt/Zoom Dome, PAL, 700TVL, 36X, True D/N, DWDR, 
Surface Mount, IP44, 24VAC

TVP-2106 TruVision Pan/Tilt/Zoom Dome, PAL, 700TVL, 36X, True D/N, DWDR, 
Flush Mount, IP54, 24VAC

960H PREMIUM RESOLUTION INDOOR & OUTDOOR MOTORIZED LENS DOME CAMERAS

TVD-4101 TruVision Outdoor Dome, NTSC, 700TVL, 2.8-11mm VF Motorized 
Lens, Auto Iris, True D/N, DWDR, Heater, IP66, IK-10, 12VDC/24VAC 

TVD-2101 TruVision Outdoor Dome, PAL, 700TVL, 2.8-11mm VF Motorized 
Lens, Auto Iris, True D/N, DWDR, Heater, IP66, IK-10, 12VDC/24VAC 

960H PREMIUM RESOLUTION IR CAMERAS

NTSC

TVB-4101 TruVision IR Bullet Camera, 700TVL, 3.6mm Fixed Lens, IR 15m,  
12VDC, NTSC

TVT-4101 TruVision IR Turret Camera, 700TVL, 3.6mm Fixed Lens, IR 15m 12VDC, NTSC

TVT-4103 TruVision IR Turret Camera, 700TVL, 3.3~12mm VF Lens, IR 25m, 
12VDC/24VAC, NTSC

TVW-4101 TruVision IR Wedge Camera, 700TVL, 2.8mm Fixed Lens,  
True Day/Night, IR 10m 12VDC, NTSC

TVB-4102 TruVision IR Bullet Camera, 700TVL, 3.3~12mm VF Lens, IR 25m 
12VDC/24VAC, NTSC

TVB-4103 TruVision IR Bullet Camera, 700TVL, 6~50mm VF Lens, True Day/Night, 
IR 55m 12VDC/24VAC, NTSC

TVB-4104 TruVision IR Bullet Camera, 700TVL, 2.8~11mm Motorized Lens,  
True Day/Night, IR 50m 12VDC/24VAC, NTSC

TVB-4105 TruVision IR Bullet Camera, 700TVL, 5~50mm Motorized Lens,  
True Day/Night, IR 100m 12VDC/24VAC, NTSC

PAL

TVB-2101 TruVision IR Bullet Camera, 700TVL, 3.6mm Fixed Lens, IR 15m, 
12VDC, PAL

TVT-2101 TruVision IR Turret Camera, 700TVL, 3.6mm Fixed Lens, IR 15m, 
12VDC, PAL

TVT-2103 TruVision IR Turret Camera, 700TVL, 3.3~12mm VF Lens, IR 25m 
12VDC/24VAC, PAL

TVW-2101 TruVision IR Wedge Camera, 700TVL, 2.8mm Fixed Lens,  
True Day/Night, IR 10m 12VDC, PAL

TVB-2102 TruVision IR Bullet Camera, 700TVL, 3.3~12mm VF Lens, IR 25m 
12VDC/24VAC, PAL

TVB-2103 TruVision IR Bullet Camera, 700TVL, 6~50mm VF Lens, True Day/Night, 
IR 55m 12VDC/24VAC, PAL

TVB-2104 TruVision IR Bullet Camera, 700TVL, 2.8~11mm Motorized Lens,  
True Day/Night, IR 50m 12VDC/24VAC, PAL

TVB-2105 TruVision IR Bullet Camera, 700TVL, 5~50mm Motorized Lens,  
True Day/Night, IR 100m 12VDC/24VAC, PAL

PTZ MINI 12X CAMERAS

NTSC

TVP-12DN TruVision Mini PTZ, 12X, D/N, Indoor, NTSC

TVP-12DN-E TruVision Mini PTZ, 12X, D/N, Outdoor IP66, NTSC

COVERT AND SPECIALTY CAMERAS

TVC-SDC2-HR TruVision Covert Smoke Detector (Non-Functioning) 550TVL Color, 
0.4 lux, 2.8mm Lens, 12VDC Only, Contains Single Down-View Camera

TVC-SDC3-HR TruVision Covert Smoke Detector (Non-Functioning) 550TVL Color, 
0.4 lux, 3.8mm Lens, 12VDC Only, Contains Single Down-View Camera

TVC-SDC2-MODULE Add-on Covert TruVision Camera Module For Smoke Detector 
Housings 550TVL Color, 0.4 lux, 2.8mm Lens, 12VDC Only

TVC-SDC3-MODULE Add-on Covert TruVision Camera Module For Smoke Detector 
Housings 550TVL Color, 0.4 lux, 3.8mm Lens, 12VDC Only

TVC-PIR2-HR TruVision Covert Motion Detector (Non-Functioning) 550TVL Color, 0.4 
lux, 2.8mm Lens, 12VDC only

TVC-PIR3-HR TruVision Covert Motion Detector (Non-Functioning) 550TVL Color, 0.4 
lux, 3.8mm Lens, 12VDC only

TVC-RCM-HR TruVision Specialty Rugged Corner Mount, 550TVL Color, 0.4 lux, 
2.8mm Lens, 12VDC Only, Vandal Resistant



DVR 42

• Internal redundant storage saves up to 12TB of mirror data so 
video recordings are never lost

• H.264 video compression technology delivers real-time 
recording per channel at an outstanding 960H resolution 

• Built-in Web browser and mobile apps allow you to stay 
connected remotely via any Web-enabled device

• Streamlined, user-friendly interface and start-up wizards make 
installation and operation quick and easy

DVR 12 Coming Soon!DVR 11

DVR 60 (Hybrid)

•  H.264 video compression technology delivers 960H recording 
at 15 fps

•  Built-in Web browser and mobile apps allow you to stay 
connected remotely via any Web-enabled device

•  Start-up Wizards make installation and DDNS setup quick 
and simple

•  H.264 video compression technology delivers real-time 
recording per channel at a CIF resolution

•  Built-in Web browser and mobile apps allow you to stay 
connected remotely via any Web-enabled device

•  Start-up Wizards make installation and DDNS setup quick 
and simple

•  H.264 video compression technology delivers real-time 
recording from up to 24 cameras 

•  Live-mode, dual streaming functionality provides efficient 
network performance 

•  Hybrid capability offers an easy migration from DVRs to NVRs

Analog/Hybrid Digital Video Recorders
Offering reliable, real-time recording and user-friendly operation, TruVision analog and hybrid digital 
recorders utilize H.264 compression technology to deliver superb video quality, increased flexibility and 
efficient bandwidth usage.

TruVision® Analog Products
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Analog/Hybrid Digital Video Recorders Comparison Table Analog/Hybrid  
Digital Video Recorders 
Ordering Information

DVR 11

TVR-1104C-500 TruVision® DVR 11 Compact, 
H.264, 4-Channels, 500GB 
Storage

TVR-1104C-1T TruVision DVR 11 Compact, 
H.264, 4-Channels, 1TB Storage

TVR-1108-1T TruVision DVR 11, H.264, 
8-Channels, 1TB Storage

TVR-1108-2T TruVision DVR 11, H.264, 
8-Channels, 2TB Storage

TVR-1116-1T TruVision DVR 11, H.264, 
16-Channels, 1TB Storage

TVR-1116-2T TruVision DVR 11, H.264,16-
Channels, 2TB Storage

TVR-1116-4T TruVision DVR 11, H.264, 
16-Channels, 4TB Storage

TVR-1108D-1T TruVision DVR 11, H.264, 
8-Channels, 1TB Storage, DVD

TVR-1108D-2T TruVision DVR 11, H.264, 
8-Channels, 2TB Storage, DVD

TVR-1116D-1T TruVision DVR 11, H.264, 
16-Channels, 1TB Storage, DVD

TVR-1116D-2T TruVision DVR 11, H.264, 
16-Channels, 2TB Storage, DVD

DVR 12

TVR-1204C-500 TruVision DVR 12 Compact, 
960H H.264, 4-Channels, 500GB 
Storage

TVR-1204C-1T TruVision DVR 12 Compact, 960H 
H.264, 4-Channels, 1TB Storage

TVR-1208-1T TruVision DVR 12, 960H H.264, 
8-Channels, 1TB Storage

TVR-1208-2T TruVision DVR 12, 960H H.264, 
8-Channels, 2TB Storage

TVR-1216-1T TruVision DVR 12, 960H H.264, 
16-Channels, 1TB Storage

TVR-1216-2T TruVision DVR 12, 960H H.264, 
16-Channels, 2TB Storage

TVR-1216-4T TruVision DVR 12, 960H H.264, 
16-Channels, 4TB Storage

TVR-1216D-2T TruVision DVR 12, 960H H.264, 
16-Channels, 2TB Storage, DVD

DVR 42

TVR-4208-2T TruVision DVR 42, 960H H.264, 
8-Channels, DVD/CD, 2TB 
Storage 

TVR-4208-4T TruVision DVR 42, 960H H.264, 
8-Channels, DVD/CD, 4TB 
Storage

TVR-4216-2T TruVision DVR 42, 960H H.264, 
16-Channels, DVD/CD, 2TB 
Storage

TVR-4216-4T TruVision DVR 42, 960H H.264, 
16-Channels, DVD/CD, 4TB 
Storage

TVR-4216-8T TruVision DVR 42, 960H H.264, 
16-Channels, DVD/CD, 8TB 
Storage

TVR-4216-12T TruVision DVR 42, 960H H.264, 
16-Channels, DVD/CD, 12TB 
Storage

DVR 60 (Hybrid)

TVR-6016-2T TruVision DVR 60, H.264, 
16-Channels Hybrid, DVD/CD, 
2TB Storage

TVR-6016-4T TruVision DVR 60, H.264, 
16-Channels Hybrid, DVD/CD, 
4TB Storage

TVR-6016-8T TruVision DVR 60, H.264, 
16-Channels Hybrid, DVD/CD, 
8TB Storage

TVR-6016-12T TruVision DVR 60, H.264, 
16-Channels Hybrid, DVD/CD, 
12TB Storage

Channels, 
Bandwidth  
& Resolution DVR 11 DVR 11C DVR 11D DVR 12 DVR 12C DVR 12D DVR 42

DVR 60 
(Hybrid)

Analog channels 8/16 4 8/16 4/8/16 4 16 8/16 16

Max. IP channels 8

Real-time  
recording

CIF CIF CIF 960H 960H 960H 960H 4CIF

4CIF recording 4 channels
30 fps
8/16  
channels 
12 fps

4 channels 
30 fps
8/16 chan-
nels 12 fps

4 channels 
960H 30 fps 
8 channels 
960 15 fps 
16 channels 
960H 15 fps

4 channels 
960H  
30 fps

4 channels 
960H  
30 fps

30 fps 30 fps

Audio channels 4 1 4 4 1 4 16 16

Network & Streaming

Gigabit ethernet 
ports

1 1 1 1 1 1 1 1

ezDDNS ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓

Maximum  
outgoing streams

64 64 64 64 64 64 128 64

Storage

Max storage (TB) 4 1 2 4 1 4 12 12

HDD redundancy ✓ ✓ ✓ ✓

eSATA support ✓ ✓

Three record 
modes

✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓

Local Viewing  
& Controls

HDMI ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓

VGA ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓

BNC output ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓

USB slots 2 2 2 2 2 2 2 2

General Features

Text insertion  
via ProBridge

✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓

CD/DVD burner ✓ ✓ ✓ ✓

Reverse playback ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓

Rack mountable ✓ ✓ ✓ ✓ ✓ ✓

Software  
Support

TruVision  
Navigator

✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓

TVRmobile ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓



Bringing the 
benefits of 
digital security 
monitoring to 
commercial 
applications



IP Open Standards Outdoor 
IR Wedge Dome Cameras

•  Compact design provides discreet video surveillance

•  Durable, IP66 vandal-resistant housings provide an 
added layer of protection

•  VGA, 1.3MPx and 3MPx resolution options deliver 
sharp image quality for a variety of indoor and 
outdoor applications

IP Cameras
TruVision IP cameras not only to deliver superior image quality, but also perform seamlessly with a variety 
of video management software and recorders. Our interactive IP/VMS Compatibility tool makes it easy to 
determine the ideal camera option for specifi c applications.

TruVision® IP Products

Complete systems built on compatible performance 
TruVision cameras are not only designed to deliver superior image quality, but also to perform 

seamlessly with a variety of video management software and recorders for optimal security and 

performance. Our interactive IP/VMS Compatibility tool makes it easy to determine the ideal 

camera option for specifi c applications.

http://interlogix.com/_/demos/ip-vms-tool/

IP Open Standards IR Wedge Dome Cameras 
Comparison Table

TVW-3101 TVW-3102

Description 1.3MPx Wedge 3MPx Wedge

Sensor 1/3" Progressive Scan CMOS 1/3" Progressive Scan 
CMOS

Resolution 1.3MPx 3MPx

Compression H.264/MJPEG H.264/MJPEG

Day/Night True D/N True D/N

Sensitivity 0.01 Lux 0.01 Lux

IR Distance IR 33ft IR 33ft

Lens 2.8mm fi xed lens 2.8mm fi xed lens

Misc. DWDR, Supports up to 
64GB Micro SD, Adapt plate 
included; Wall, Pendant, 
Gooseneck mounting 
available

DWDR, Supports up to 
64GB Micro SD, Adapt 
plate included; Wall, 
Pendant, Gooseneck 
mounting available

Voltage PoE/12VDC PoE/12VDC

Motion Detection Yes Yes

Privacy Masking Yes Yes

Operating Temp -30°C~60°C -30°C~60°C

Environmental Rating Outdoor IP66/IK-08 Outdoor IP66/IK-08

Warranty 3 Year 3 Year

PROGRESSIVE
SCAN COMPRESSION

H.264
STREAMING
DUAL

FPS
30/25

TRUE
DAY/NIGHT DWDR

IP66
SD Card

Certain features available only on select models.



TruVision® IP Products

IP Open Standards Outdoor Bullet Cameras Comparison Table

TVB-3101 TVB-3102 TVC-N225E-2M-N TVC-M1245E-2M-N TVC-M3245E-2M-N TVC-M5225E-3M-N

Description 1.3MPx Bullet 3MPx Bullet VGA Bullet 1.3MPx Bullet 3MPx Bullet 5MPx Bullet

Sensor 1/3" Progressive Scan 
CMOS

1/3" Progressive Scan 
CMOS

1/4" WDR Prog Scan 
CMOS

1/3" WDR Prog Scan 
CMOS

1/3" WDR Prog Scan 
CMOS

1/2.5" WDR Prog 
Scan CMOS

Resolution 1.3MPx 3MPx VGA 1.3MPx 3MPx 5MPx

Compression H.264/MJPEG H.264/MJPEG H264, MPEG-4, 
MJPEG

H264, MPEG-4, 
MJPEG

H264, MPEG-4, 
MJPEG

H264, MPEG-4, 
MJPEG

Day/Night True D/N True D/N True D/N True D/N True D/N True D/N

Sensitivity 0.01 Lux 0.01 Lux 0.01 Lux 0.01 Lux 0.01 Lux 0.60 Lux

IR Distance 25M 25M 25M 25M 25M 25M

Lens 6mm fixed lens 6mm fixed lens 2.8-12mm/F1.2 AF 2.7-9mm/F1.6 AF 2.7-9mm/F1.6 AF 3.5-9mm/F1.6 AF

Misc. DWDR, Cable 
Management
Bracketing

DWDR, Cable 
Management
Bracketing

Digital Zoom,
Digital Focus,
Motion, Tampering

Digital Zoom,
Digital Focus,
Motion, Tampering

Digital Zoom,
Digital Focus,
Motion, Tampering

Digital Zoom,
Digital Focus,
Motion, Tampering

Voltage PoE/12VDC PoE/12VDC PoE/12VDC PoE/12VDC PoE/12VDC PoE/12VDC

Motion Detection Yes Yes Yes Yes Yes Yes

Privacy Masking Yes Yes Yes Yes Yes Yes

Operating Temp -30°C~60°C -30°C~60°C -30°C~60°C -30°C~60°C -30°C~60°C -30°C~60°C

Environmental Rating Outdoor IP66 Outdoor IP66 Outdoor IP66 Outdoor IP66 Outdoor IP66 Outdoor IP66

Warranty 3 Year 3 Year 3 Year 3 Year 3 Year 3 Year

IP Open Standards Outdoor Bullet Cameras

•  True day/night functionality and infrared illuminators 
capture detailed images in challenging lighting scenarios

•  Resolutions ranging from VGA to 5MPx can support  
almost any surveillance need 

•  IP66 weather-resistant enclosures offer added durability  
for outdoor applications 

COMPRESSION

H.264
PROGRESSIVE

SCAN STREAMING
DUAL

FPS
30/25 MPX

IP66 TRUE
DAY/NIGHT WDR

Certain features available only on select models.



IP Dome Cameras Comparison Table

TVD-3101 TVD-3102 TVD-3103 TVD-3104
TVD-N225E-
2M-N

TVD-M1245E-
2M-N

TVD-M3245E-
2M-N

TVD-M5225E-
3M-N

Description 1.3MPx Dome 3MPx Dome 1.3MPx Dome 3MPx Dome VGA Dome 1.3MPx Dome 3MPx Dome 5MPx Dome

Sensor 1/3" Progres-
sive Scan 
CMOS

1/3" Progres-
sive Scan 
CMOS

1/3" Progres-
sive Scan 
CMOS

1/3" Progres-
sive Scan 
CMOS

1/3" WDR Prog 
Scan CMOS

1/3" WDR Prog 
Scan CMOS

1/3" WDR Prog 
Scan CMOS

1/2.5" WDR 
Prog Scan 
CMOS

Resolution 1.3MPx 3MPx 1.3MPx 3MPx VGA (640x480) 1.3MPx 3MPx 5MPx

Compression H.264/MJPEG H.264/MJPEG H.264/MJPEG H.264/MJPEG H264, MPEG-
4, MJPEG

H264, MPEG-
4, MJPEG

H264, MPEG-
4, MJPEG

H264, MPEG-
4, MJPEG

Day/Night Elec D/N Elec D/N True D/N True D/N True D/N True D/N True D/N True D/N

Sensitivity 0.01 Lux 0.01 Lux 0.01 Lux 0.01 Lux 0.01 Lux 0.01 Lux 0.01 Lux 0.60 Lux

IR Distance NA NA 15M 15M 10M 10M 10M 10M

Lens 2.8mm fixed 
lens

2.8mm fixed 
lens

VF 2.8~12mm VF 2.8~12mm 2.8-12mm/
F1.2 AF

2.7-9mm/F1.6 
AF

2.7-9mm/F1.6 
AF

3.5-9mm/F1.6 
AF

Misc. DWDR, Light-
weight housing; 
Wall, Pendant, 
Gooseneck 
mounting 
available

DWDR, Light-
weight housing; 
Wall, Pendant, 
Gooseneck 
mounting 
available

DWDR, 
Supports 
up to 64GB 
Micro SD, 
Bi-Directional 
Audio, Light-
weight housing; 
Wall, Pendant, 
Gooseneck 
mounting 
available

DWDR, 
Supports 
up to 64GB 
Micro SD, 
Bi-Directional 
Audio, Light-
weight housing; 
Wall, Pendant, 
Gooseneck 
mounting 
available

Digital Zoom,
Digital Focus,
Motion, 
Tampering,
Supports up 
to 32GB SD 
Storage

Digital Zoom,
Digital Focus,
Motion, 
Tampering,
Supports up 
to 32GB SD 
Storage

Digital Zoom,
Digital Focus,
Motion, 
Tampering, 
Supports up 
to 32GB SD 
Storage

Digital Zoom,
Digital Focus,
Motion, 
Tampering, 
Supports up 
to 32GB SD 
Storage

Voltage PoE PoE PoE/12VDC PoE/12VDC PoE+/
PoE/24VAC

PoE+/
PoE/24VAC

PoE+/
PoE/24VAC

PoE+/
PoE/24VAC

Motion Detection Yes Yes Yes Yes Yes Yes Yes Yes

Privacy Masking Yes Yes Yes Yes Yes Yes Yes Yes

Operating Temp -10°C~60°C -10°C~60°C -30°C~60°C -30°C~60°C -50°C~60°C -50°C~60°C -50°C~60°C -50°C~60°C

Environmental Rating Indoor Indoor Outdoor IP66/
IK-10

Outdoor IP66/
IK-10

Outdoor Outdoor Outdoor Outdoor

Warranty 3 Year 3 Year 3 Year 3 Year 3 Year 3 Year 3 Year 3 Year

PROGRESSIVE
SCAN COMPRESSION

H.264
STREAMING
DUAL

FPS
30/25

TRUE
DAY/NIGHT

IP Open Standards  
Outdoor Dome Cameras

•  IP66 vandal-resistant housings provide an added layer of protection

•  Integrated heater delivers reliable performance, even in low 
temperatures

•  True day/night functionality and infrared illuminators capture 
detailed images in challenging lighting scenarios

IP66
DWDR SD Card

IP Open Standards Indoor/Outdoor  
Mini-Dome Cameras

•  Resolutions ranging from VGA to 5MPx can support almost any 
surveillance need 

•  Integrated motion detection and privacy masking offer added 
security and convenience 

•  True day/night functionality and infrared illuminators capture 
detailed images in challenging lighting scenarios

COMPRESSION

H.264
PROGRESSIVE

SCAN STREAMING
DUAL

FPS
30/25 MPX

IP66 TRUE
DAY/NIGHT WDR

Certain features available only on select models.



TruVision® IP Products

COMPRESSION

H.264
PROGRESSIVE

SCAN FPS
30/25

24VAC

IP PTZ Dome Cameras Comparison Table

TVP-3101 TVP-3102 TVP-3103 TVP-3104 TVP-3105 TVP-3106
UVP-N120P-
36X-N

UVP-N120S-
36X-N

UVP-N120F-
36X-N

Description 1.3MPx PTZ 
Pendant

1.3MPx PTZ 
Surface

1.3MPx PTZ 
Flush

2MPx PTZ 
Pendant

2MPx PTZ 
Surface

2MPx PTZ 
Flush

36x IP PTZ 
Pendant

36x IP PTZ 
Surface

36x IP PTZ 
Flush

Sensor 1/3" Prog 
Scan CMOS

1/3" Prog 
Scan CMOS

1/3" Prog 
Scan CMOS

1/3" Prog 
Scan CMOS

1/3" Prog 
Scan CMOS

1/3" Prog 
Scan CMOS

1/4" CCD 1/4" CCD 1/4" CCD

Resolution 1.3MPx 1.3MPx 1.3MPx 2MPx 2MPx 2MPx 4CIF 704x480 4CIF 704x480 4CIF 704x480

Compression H264, MPEG-
4, MJPEG

H264, MPEG-
4, MJPEG

H264, MPEG-
4, MJPEG

H264, MPEG-
4, MJPEG

H264, MPEG-
4, MJPEG

H264, MPEG-
4, MJPEG

H264 H264 H264

Day/Night True D/N True D/N True D/N True D/N True D/N True D/N True D/N True D/N True D/N

Color Sensitivity 0.05 Lux 0.05 Lux 0.05 Lux 0.05 Lux 0.05 Lux 0.05 Lux 0.01 Lux 0.01 Lux 0.01 Lux

B/W Sensitivity 0.05 Lux 0.05 Lux 0.05 Lux 0.05 Lux 0.05 Lux 0.05 Lux 0.01 Lux 0.01 Lux 0.01 Lux

Zoom 20X  
(4.3-86mm)

20X  
(4.3-86mm)

20X  
(4.3-86mm)

20X  
(4.3-86mm)

20X  
(4.3-86mm)

20X  
(4.3-86mm)

36x  
(3.4-122mm)

36x  
(3.4-122mm)

36x  
(3.4-122mm)

Misc. DWDR, 
Intelligent 
Tracking, 
Compatible 
with Legacy 
mounting

DWDR, 
Intelligent 
Tracking, 
Compatible 
with Legacy 
mounting

DWDR, 
Intelligent 
Tracking, 
Compatible 
with Legacy 
mounting

DWDR, 
Intelligent 
Tracking, 
Compatible 
with Legacy 
mounting

DWDR, 
Intelligent 
Tracking, 
Compatible 
with Legacy 
mounting

DWDR, 
Intelligent 
Tracking, 
Compatible 
with Legacy 
mounting

WDR, 
540deg/sec 
pan, 400deg/
sec tilt,
360 endless 
pan travel

WDR, 
540deg/sec 
pan, 400deg/
sec tilt,
360 endless 
pan travel

WDR, 
540deg/sec 
pan, 400deg/
sec tilt,
360 endless 
pan travel

Voltage PoE+/
PoE/24VAC

PoE+/
PoE/24VAC

PoE+/
PoE/24VAC

PoE+/
PoE/24VAC

PoE+/
PoE/24VAC

PoE+/
PoE/24VAC

24VAC 24VAC 24VAC

Motion Detection Yes Yes Yes Yes Yes Yes No No No

Privacy Masking Yes Yes Yes Yes Yes Yes Yes Yes Yes

Operating Temp -30°C~65C 
(PoE+)
-40°C~65°C 
(24VAC)

-10°C~50°C -10°C~50°C -30°C~65°C 
(PoE+)
-40°C~65°C 
(24VAC)

-10°C~50°C -10°C~50°C -30°C~65°C -10°C~50°C -10°C~50°C

Environmental  
Rating

Outdoor IP66, 
IK10

Indoor IP54 Indoor IP54 Outdoor IP66, 
IK10

Indoor IP54 Indoor IP54 Outdoor IP66 Indoor IP54 Indoor IP54

Warranty 2 Year 2 Year 2 Year 2 Year 2 Year 2 Year 2 Year 2 Year 2 Year

IP Megapixel PTZ Dome Cameras IP PTZ Dome Cameras

•  Progressive-scan 1.3 and 2MPx 20X optical zoom offers clear 
images at both short- and long-range distances

•  Digital wide dynamic range functionality enables viewing in bright 
and dark areas simultaneously

•  User-friendly design installs quickly and easily, right out of the box

•  Progressive-scan 36X optical (12X digital) zoom offers clear 
images at both short- and long-range distances

•  Wide dynamic range functionality enables viewing in bright and 
dark areas simultaneously

•  Built-in H.264 video encoder for 4CIF resolution at 30fps over an 
IP network 

RESOLUTION
4CIF

WDR 1/4
in CMOS BNC

PROGRESSIVE
SCAN COMPRESSION

H.264
STREAMING
DUAL

FPS
30/25

IP66
IK10 AUTO

TRACKING
PRIVACY

MASK

MPX

Certain features available only on select models.



IP Open Standards Box Cameras TVE Series Encoders

•  Resolutions ranging from standard to 5MPx can support 
almost any surveillance need 

•  Real-time video streaming with up to 1080p resolution 
delivers exceptionally detailed images (select models)

•  H.264 compression with dual-streaming functionality 
accommodates multiple settings

•  4-, 8- and 16-channel options transform analog camera  
signals to H.264 compressed IP signals

•  Allow viable analog cameras to be integrated into  
IP-based systems

•  Adhere to PSIA/ONVIF/CGI open communication standards

PROGRESSIVE
SCAN

COMPRESSION

H.264

MPX

TRUE
DAY/NIGHT

FULL HD
1080P

IP Products Ordering Information
IP OPEN STANDARDS OUTDOOR IR WEDGE DOME CAMERAS

TVW-3101 TruVision 1.3MPx, NTSC, Outdoor IR Wedge Dome, True D/N, H.264, 
PSIA/ONVIF/CGI, 10m IR, 2.8mm @ F2.0, PoE/12VDC

TVW-3102 TruVision 3MPx, NTSC, Outdoor IR Wedge Dome, True D/N, H.264, 
PSIA/ONVIF/CGI, 10m IR, 2.8mm @ F2.0, PoE/12VDC

IP OPEN STANDARDS OUTDOOR BULLET CAMERAS

NTSC

TVB-3101 TruVision® 1.3MPx, NTSC, Outdoor IR Mini Bullet, True D/N, H.264, 
PSIA/ONVIF/CGI, 25m IR, 6mm @ F2.0, PoE/12VDC

TVB-3102 TruVision 3MPx, NTSC, Outdoor IR Mini Bullet, True D/N, H.264, PSIA/
ONVIF/CGI, 25m IR, 6mm @ F2.0, PoE/12VDC

TVC-N225E-2M-N TruVision VGA Open STD, Progressive Scan CMOS Outdoor Bullet, 
True D/N, 2.8-12mm Motorized AI, IR LED, ONVIF/PSIA, NTSC Frame 
Rate, PoE/12VDC

TVC-M1245E-2M-N TruVision 1.3MPx WDR IP Open STD, Progressive Scan CMOS 
Outdoor Bullet, True D/N, 2.7-9mm Motorized AI, IR LED, ONVIF/PSIA, 
NTSC Frame Rate, PoE/12VDC

TVC-M3245E-2M-N TruVision 3MPx WDR IP Open STD, Progressive Scan CMOS Outdoor 
Bullet, True D/N, 2.7-9mm Motorized AI, IR LED, ONVIF/PSIA, NTSC 
Frame Rate, PoE/12VDC

TVC-M5225E-3M-N TruVision 5MPx IP Open STD, Progressive Scan CMOS Outdoor Bullet, 
True D/N, 3.5-9mm Motorized AI, IR LED, ONVIF/PSIA, NTSC Frame 
Rate, PoE/12VDC

IP OPEN STANDARDS OUTDOOR BULLET CAMERAS CONT.

PAL

TVC-N225E-2M-P TruVision VGA IP Open STD, Progressive Scan CMOS Outdoor Bullet, 
True D/N, 2.8-12mm Motorized AI, IR LED, ONVIF/PSIA, PAL Frame 
Rate, PoE/12VDC

TVC-M1245E-2M-P TruVision 1.3MPx WDR IP Open STD, Progressive Scan CMOS 
Outdoor Bullet, True D/N, 2.7-9mm Motorized AI, IR LED, ONVIF/PSIA, 
PAL Frame Rate, PoE/12VDC

TVC-M3245E-2M-P TruVision 3MPx WDR IP Open STD, Progressive Scan CMOS Outdoor 
Bullet,True D/N, 2.7-9mm Motorized AI, IR LED, ONVIF/PSIA, PAL 
Frame Rate, PoE/12VDC

TVC-M5225E-3M-P TruVision 5MPx IP Open STD, Progressive Scan CMOS Outdoor Bullet, 
True D/N, 3.5-9mm Motorized AI, IR LED, ONVIF/PSIA, PAL Frame 
Rate, PoE/12VDC

COMPRESSION

H.264

RESOLUTION
QCIF

RESOLUTION
CIF

AUDIO

RESOLUTION
2CIF

RESOLUTION
4CIF

STREAMING
DUAL

PRIVACY
MASK12VDC

1/4
in CMOS

Certain features available only on select models.



IP DOME CAMERAS

NTSC

TVD-3101 TruVision 1.3MPx, NTSC, Indoor Mini-dome, Digital D/N, H.264, 
PSIA/ONVIF/CGI, 2.8mm @ F2.0, PoE

TVD-3102 TruVision 3MPx, NTSC, Indoor Mini-dome, Digital D/N, H.264, 
PSIA/ONVIF/CGI, 2.8mm @ F2.0, PoE

TVD-3103 TruVision 1.3MPx, NTSC, Outdoor IR Mini-dome, True D/N, H.264, 
PSIA/ONVIF/CGI, 15m IR, 2.8 to 12mm @ F1.4, PoE/12VDC

TVD-3104 TruVision 3MPx, NTSC, Outdoor IR Mini-dome, True D/N, H.264, 
PSIA/ONVIF/CGI, 15m IR, 2.8 to 12mm @ F1.4, PoE/12VDC

TVD-N225E-2M-N TruVision VGA IP Open STD, Progressive Scan CMOS Outdoor Vandal 
Dome, True D/N, 2.8-12mm Motorized AI, IR LED, ONVIF/PSIA, NTSC 
Out, PoE/PoE+/24VAC, Micro SD Card Slot, Heater

TVD-M1245E-2M-N TruVision 1.3MPx WDR IP Open STD, Progressive Scan CMOS 
Outdoor Vandal Dome, True D/N, 2.7-9mm Motorized AI, IR LED, 
ONVIF/PSIA, NTSC Out, PoE/PoE+/24VAC, Micro SD Card Slot, 
Heater

TVD-M3245E-2M-N TruVision 3MPx WDR IP Open STD, Progressive Scan CMOS Outdoor 
Vandal Dome, True D/N, 2.7-9mm Motorized AI, IR LED, ONVIF/PSIA, 
NTSC Out, PoE/PoE+/24VAC, Micro SD Card Slot, Heater

TVD-M5225E-3M-N TruVision 5MPx IP Open STD, Progressive Scan CMOS Outdoor 
Vandal Dome, True D/N, 3.5-9mm Motorized AI, IR LED, ONVIF/PSIA, 
NTSC Out, PoE/PoE+/24VAC, Micro SD Card Slot, Heater

PAL

TVD-N225E-2M-P TruVision VGA IP Open STD, Progressive Scan CMOS Outdoor Vandal 
Dome, True D/N, 2.8-12mm Motorized AI, IR LED, ONVIF/PSIA, PAL 
Out, PoE/PoE+/24VAC, Micro SD Card Slot, Heater

TVD-M1245E-2M-P TruVision 1.3MPx WDR IP Open STD, Progressive Scan CMOS 
Outdoor Vandal Dome, True D/N, 2.7-9mm Motorized AI, IR LED, 
ONVIF/PSIA, PAL Out, PoE/PoE+/24VAC, Micro SD Card Slot, Heater

TVD-M3245E-2M-P TruVision 3MPx WDR IP Open STD, Progressive Scan CMOS Outdoor 
Vandal Dome, True D/N, 2.7-9mm Motorized AI, IR LED, ONVIF/PSIA, 
PAL Out, PoE/PoE+/24VAC, Micro SD Card Slot, Heater

TVD-M5225E-3M-P TruVision 5MPx IP Open STD, Progressive Scan CMOS Outdoor 
Vandal Dome, True D/N, 3.5-9mm Motorized AI, IR LED, ONVIF/PSIA, 
PAL Out, PoE/PoE+/24VAC, Micro SD Card Slot, Heater

IP PTZ DOME CAMERAS

NTSC

TVP-3101 TruVision 1.3MPx, NTSC, Pan/Tilt/Zoom Dome Pendant Outdoor, 
CMOS, True D/N, DWDR, Motorized IR Cut Filter, H.264, ONVIF/PSIA, 
20X Optical Zoom, SD Card Slot, PoE+/24VAC

TVP-3102 TruVision 1.3MPx, NTSC, Pan/Tilt/Zoom Dome Surface Mount Indoor, 
CMOS, True D/N, DWDR, Motorized IR Cut Filter, H.264, ONVIF/PSIA, 
20X Optical Zoom, SD Card Slot, PoE+/24VAC

TVP-3103 TruVision 1.3MPx, NTSC, Pan/Tilt/Zoom Dome Flush Mount Indoor, 
CMOS, True D/N, DWDR, Motorized IR Cut Filter, H.264, ONVIF/PSIA, 
20X Optical Zoom, SD Card Slot, PoE+/24VAC

TVP-3104 TruVision 2MPx, NTSC, Pan/Tilt/Zoom Dome Pendant Outdoor, 
CMOS, True D/N, DWDR, Motorized IR Cut Filter, H.264, ONVIF/PSIA, 
20X Optical Zoom, SD Card Slot, PoE+/24VAC

TVP-3105 TruVision 2MPx, NTSC, Pan/Tilt/Zoom Dome Surface Mount Indoor, 
CMOS, True D/N, DWDR, Motorized IR Cut Filter, H.264, ONVIF/PSIA, 
20X Optical Zoom, SD Card Slot, PoE+/24VAC

TVP-3106 TruVision 2MPx, NTSC, Pan/Tilt/Zoom Dome Flush Mount Indoor, 
CMOS, True D/N, DWDR, Motorized IR Cut Filter, H.264, ONVIF/PSIA, 
20X Optical Zoom, SD Card Slot, PoE+/24VAC

UVP-N120P-36X-N UltraView™ IP PTZ, 36X, WDR, 4CIF, Pan/Tilt/Zoom Camera Indoor/
Outdoor, Wall-mount ready, NTSC

UVP-N120S-36X-N UltraView IP PTZ, 36X, WDR, 4CIF, Pan/Tilt/Zoom Camera Indoor 
Surface-mount, NTSC

UVP-N120F-36X-N UltraView IP PTZ, 36X, WDR, 4CIF, Pan/Tilt/Zoom Camera Indoor, 
with Flush mount, NTSC

PAL

TVP-1101 TruVision 1.3MPx, PAL, Pan/Tilt/Zoom Dome Pendant Outdoor, 
CMOS, True D/N, DWDR, Motorized IR Cut Filter, H.264, ONVIF/PSIA, 
20X Optical Zoom, SD Card Slot, PoE+/24VAC

TVP-1102 TruVision 1.3MPx, PAL, Pan/Tilt/Zoom Dome Surface Mount Indoor, 
CMOS, True D/N, DWDR, Motorized IR Cut Filter, H.264, ONVIF/PSIA, 
20X Optical Zoom, SD Card Slot, PoE+/24VAC

TVP-1103 TruVision 1.3MPx, PAL, Pan/Tilt/Zoom Dome Flush Mount Indoor, 
CMOS, True D/N, DWDR, Motorized IR Cut Filter, H.264, ONVIF/PSIA, 
20X Optical Zoom, SD Card Slot, PoE+/24VAC

TVP-1104 TruVision 2MPx, PAL, Pan/Tilt/Zoom Dome Pendant Outdoor, CMOS, 
True D/N, DWDR, Motorized IR Cut Filter, H.264, ONVIF/PSIA, 20X 
Optical Zoom, SD Card Slot, PoE+/24VAC

TVP-1105 TruVision 2MPx, PAL, Pan/Tilt/Zoom Dome Surface Mount Indoor, 
CMOS, True D/N, DWDR, Motorized IR Cut Filter, H.264, ONVIF/PSIA, 
20X Optical Zoom, SD Card Slot, PoE+/24VAC

TVP-1106 TruVision 2MPx, PAL, Pan/Tilt/Zoom Dome Flush Mount Indoor, 
CMOS, True D/N, DWDR, Motorized IR Cut Filter, H.264, ONVIF/PSIA, 
20X Optical Zoom, SD Card Slot, PoE+/24VAC

UVP-N120P-36X-P UltraView IP PTZ, 36X, WDR, 4CIF, Pan/Tilt/Zoom Camera Indoor/
outdoor, Wall-mount ready, PAL

UVP-N120S-36X-P UltraView IP PTZ, 36X, WDR, 4CIF, Pan/Tilt/Zoom Camera Indoor 
Surface-mount, PAL

UVP-N120F-36X-P UltraView IP PTZ, 36X, WDR, 4CIF, Pan/Tilt/Zoom Camera Indoor, 
with Flush mount, PAL

IP OPEN STANDARDS BOX CAMERAS

TVC-N220-1-N TruVision VGA IP Open Standards, 1/4" CCD Traditional Box Camera, 
True D/N, ONVIF/PSIA, NTSC, PoE/12VDC, SDHC Card Slot

TVC-N240-1-N TruVision 4CIF WDR IP Open Standards, 1/3" CCD Traditional Box 
Camera, True D/N, ONVIF/PSIA, NTSC, PoE/12VDC, SDHC Card Slot

TVC-M1220-1-N TruVision 1.3MPx Open Standards, 1/3" Progressive Scan CCD 
Traditional Box Camera, True D/N, ONVIF/PSIA, NTSC, PoE/12VDC, 
SDHC Card Slot

TVC-M2220-1-N TruVision 2MPx Open Standards, 1/3" Progressive Scan CMOS 
Traditional Box Camera, True D/N, ONVIF/PSIA, NTSC, PoE/12VDC, 
SDHC Card Slot

TVC-M3220-1-N TruVision 3MPx Open Standards, 1/2.5" Progressive scan CMOS 
Traditional Box Camera, True D/N, ONVIF/PSIA, NTSC, PoE/12VDC, 
SDHC Card Slot

TVC-M5220-1-N TruVision 5MPx Open Standards, 1/2.5" Progressive scan CMOS 
Traditional Box Camera, True D/N, ONVIF/PSIA, NTSC, PoE/12VDC, 
SDHC Card Slot

TVE SERIES ENCODERS/DECODER

TVE-400 TruVision Encoder 4-Channels Analog to IP

TVE-800 TruVision Encoder 8-Channels Analog to IP

TVE-1600 TruVision Encoder 16-Channels Analog to IP

TVE-DEC10 TruVision Decoder 1/4-Channel IP to BNC, VGA, DVI or HDMI

TruVision® IP Products

IFS® Network Switches
Delivering robust electrical power and data 
connection to IP cameras, IFS technology is 
designed to meet modern network demands. 
These advanced network switches offer high 
bandwidth, isolated PoE ports, integrated SFP

fi ber ports and browser-based web services.

interlogix.com/transmission



IP Network Video Recorders
For applications with multiple IP video streams, TruVision network video recorders offer flexible 
bandwidth allocation, user-friendly operation and convenient connectivity via a secure Web browser.

NVR 21NVR 10

DVR 60 (Hybrid)

•  Supports 8 to 16 HD cameras in real-time (30fps)

•  Includes Continuous, Motion and Scheduled recording modes

•  Provides event recording based upon native IP camera activity 
detection or via unit alarm input

•  Start-up wizards, auto-discovery tools and ezDDNS service make 
configuration quick and easy

• Supports up to 16 HD cameras (ONVIF/PSIA) in real-time (30fps)

• Includes Continuous, Motion and Scheduled recording modes

•  Up to 8 built-in PoE ports designed to support video streams 
from IP cameras

•  Flexible bandwidth allocation per channel allows users to 
maximize recording performance

•  H.264 video compression technology delivers real-time 
recording from up to 24 cameras 

•  Live-mode, dual streaming functionality provides efficient 
network performance 

•  Hybrid capability offers an easy migration from DVRs to NVRs

COMPRESSION

H.264
HDD STORAGE
8TB

MPX

ezDDNS

RECORDING
3 modes

AUDIO

BANDWIDTH
SMART

COMPRESSION

H.264

ezDDNS

RECORDING
3 modes

AUDIO

NAVIGATOR

COMPRESSION

H.264

LICENSING
NO IP

MAX STORAGE
12TB SMART

SEARCH
ezDDNS

START-UP WIZARD

QUICK ARCHIVE

TruVision® IP Products

COMPRESSION

H.264
MPX

ezDDNS

RECORDING
3 modes

AUDIO

BANDWIDTH
SMART

NVR 21Plus

•  Supports 8/16/32 HD cameras (ONVIF/PSIA) in real time (30fps)

• High storage capacity, high bandwidth NVR

• Includes Continuous, Motion and Scheduled recording modes

•  Provides event recording based upon native IP camera activity 
detection or via unit alarm input

•  Start-up wizards, auto-discovery tools and ezDDNS service 
make configuration quick and easy

HDD STORAGE
16TB

HDD STORAGE
6TB

REMOTE
IR

START-UP WIZARD

BNC

TEXT
INSERT



IP/Hybrid Recorders Comparison Table

Channels, 
Bandwidth  
& Resolution NVR 10 NVR 10C NVR 21 NVR 21Plus

DVR 60  
(Hybrid)

Analog channels N/A N/A 16

Max. IP channels 8/16 4 16 32 16

Total Bandwidth 
available inward

40/80 20 40/80 40/80/160 32

Average bandwidth 
per channel inward

5/5 5 5 5 2

Bandwidth allocation Fully flexible Fully flexible Fully flexible Fully flexible 2 Mbps per 
channel max.

Real-time recording HD HD HD HD 4CIF

HD recording  
per channel

30 fps 30 fps 30 fps 30 fps 8 fps

Full HD recording  
per channel

30 fps 30 fps 12 fps 12 fps N/A

Network & streaming

ONVIF support ✓ ✓ ✓ ✓

PSIA support ✓ ✓ ✓ ✓

Gigabit ethernet ports (1) GB NIC 
and (8) PoE 
Ports

(1) GB NIC 
and (4) PoE 
Ports

2 2 1

ezDDNS ✓ ✓ ✓ ✓

UPnP ✓ ✓ ✓ ✓

Maximum outgoing 
streams

16/16 8 64 64 48

Maximum outgoing 
bandwidth

80/80  
Mbps

40  
Mbps

80/160  
Mbps

80/160  
Mbps

32  
Mbps

Storage

Max storage (TB) 4/6 2 8 16 2

HDD redundancy ✓ ✓ ✓

eSATA support ✓ ✓ ✓

NAS support ✓ ✓

Auto archive ✓ ✓ ✓ ✓

Three record modes ✓ ✓ ✓ ✓

Local Viewing & Controls

Front panel controls ✓ ✓ ✓ ✓ ✓

HDMI ✓ ✓ ✓ ✓

VGA ✓ ✓ ✓ ✓ ✓

BNC output ✓ ✓ ✓

Bidirectional audio ✓ ✓ ✓ ✓ ✓

USB slots 2 2 3 3 2

General Features

Text insertion via 
ProBridge

✓ ✓ ✓

CD/DVD burner via USB via USB ✓

Reverse playback ✓ ✓ ✓ ✓

Rack mountable ✓ ✓ ✓ ✓

Software Support

TruVision Navigator ✓ ✓ ✓ ✓ ✓

TVRmobile ✓ ✓ ✓ ✓ ✓

IP/Hybrid Recorders  
Ordering Information
NVR 10

TVN-1004CS-1T TruVision NVR 10 Compact, 4-Channels, 
H.264 ONVIF/PSIA, PoE Switch, 20 Mbps 
Bandwidth, 1TB Storage

TVN-1004CS-2T TruVision NVR 10 Compact, 4-Channels, 
H.264 ONVIF/PSIA, PoE Switch, 20 Mbps 
Bandwidth, 2TB Storage

TVN-1008S-2T TruVision NVR 10, 8-Channels, H.264 
ONVIF/PSIA, PoE Switch, 40 Mbps 
Bandwidth, 2TB Storage

TVN-1008S-4T TruVision NVR 10, 8-Channels, H.264 
ONVIF/PSIA, PoE Switch, 40 Mbps 
Bandwidth, 4TB Storage

TVN-1016S-3T TruVision NVR 10, 16-Channels, H.264 
ONVIF/PSIA, PoE Switch, 80 Mbps 
Bandwidth, 3TB Storage

TVN-1016S-6T TruVision NVR 10, 16-Channels, H.264 
ONVIF/PSIA, PoE Switch, 80 Mbps 
Bandwidth, 6TB Storage

NVR 21

TVN-2108-2T TruVision NVR 21, 8-Channels, 2TB Storage

TVN-2108-4T TruVision NVR 21, 8-Channels, 4TB Storage

TVN-2108-8T TruVision NVR 21, 8-Channels, 8TB Storage

TVN-2116-2T TruVision NVR 21, 16-Channels, 2TB Storage

TVN-2116-4T TruVision NVR 21, 16-Channels, 4TB Storage

TVN-2116-8T TruVision NVR 21, 16-Channels, 8TB Storage

NVR 21PLUS

TVN-2108P-4T TruVision NVR 21Plus, 8-Channels,  
IP H.264 ONVIF/PSIA 40Mbps Bandwidth, 
eSATA, 4TB Storage

TVN-2108P-8T TruVision NVR 21Plus, 8-Channels,  
IP H.264 ONVIF/PSIA 40Mbps Bandwidth, 
eSATA, 8TB Storage

TVN-2116P-12T TruVision NVR 21Plus, 16-Channels,  
IP H.264 ONVIF/PSIA, 80Mbps Bandwidth, 
eSATA, 12TB Storage

TVN-2116P-16T TruVision NVR 21Plus, 16-Channels,  
IP H.264 ONVIF/PSIA, 80Mbps Bandwidth, 
eSATA, 16TB Storage

TVN-2116P-4T TruVision NVR 21Plus, 16-Channels,  
IP H.264 ONVIF/PSIA, 80Mbps Bandwidth, 
eSATA, 4TB Storage

TVN-2116P-8T TruVision NVR 21Plus, 16-Channels,  
IP H.264 ONVIF/PSIA, 80Mbps Bandwidth, 
eSATA, 8TB Storage

TVN-2132P-12T TruVision NVR 21Plus, 32-Channels,  
IP H.264 ONVIF/PSIA, 160Mbps Bandwidth, 
eSATA, 12TB Storage

TVN-2132P-16T TruVision NVR 21Plus, 32-Channels,  
IP H.264 ONVIF/PSIA, 160Mbps Bandwidth, 
eSATA, 16TB Storage

TVN-2132P-4T TruVision NVR 21Plus, 32-Channels,  
IP H.264 ONVIF/PSIA, 160Mbps Bandwidth, 
eSATA, 4TB Storage

TVN-2132P-8T TruVision NVR 21Plus, 32-Channels,  
IP H.264 ONVIF/PSIA, 160Mbps Bandwidth, 
eSATA, 8TB Storage

DVR 60 (Hybrid)

TVR-6016-2T TruVision DVR 60, H.264, 16-Channels 
Hybrid, DVD/CD, 2TB Storage

TVR-6016-4T TruVision DVR 60, H.264, 16-Channels 
Hybrid, DVD/CD, 4TB Storage

TVR-6016-8T TruVision DVR 60, H.264, 16-Channels 
Hybrid, DVD/CD, 8TB Storage

TVR-6016-12T TruVision DVR 60, H.264, 16-Channels 
Hybrid, DVD/CD, 12TB Storage

TruVision® IP Products



LED Monitors

Engineered specifically for 24/7 operation, TruVision LED color monitors 
feature 3D comb filters for optimum picture quality.

•  Up to 3000:1 contrast for sharp, clear images

• Multiple inputs including BNC, VGA, HDMI

•  17", 19", 21.5", 27", 32" and 42" options meet a full range of video surveillance needs

Model  Max. Resolution Contrast Response Time (Tr/Tf) Panel Lamp Life VESA™ Mount Size

TVM-1701 17", 1280 x 1024 1000:1, 5ms 50,000 100 x 100mm

TVM-1901 19", 1280 x 1024 1000:1, 5ms 50,000 100 x 100mm

TVM-2150 21.5", 1920 x 1080 1000:1, 5ms 50,000 100 x 100mm

TVM-2700 27", 1920 x 1080 1000:1, 12ms 50,000 200(100) x 100mm

TVM-3200 32", 1920 x 1080 3000:1, 6.5ms 50,000 200(400) x 200mm

TVM-4200 42", 1920 x 1080 3000:1, 6.5ms 30,000 200(400) x 200mm

LED Monitors Comparison Table

TruVision® LED Monitors

MONITORS

TVM-1701 TruVision LED 17" Monitor, HDMI/VGA/BNC

TVM-1901 TruVision LED 19" Monitor, HDMI/VGA/BNC

TVM-2150 TruVision LED 21.5" Full HD Monitor, HDMI/VGA/BNC

TVM-2700 TruVision LED 27" Full HD Monitor, HDMI/VGA/BNC

TVM-3200 TruVision LED 32" Full HD Monitor, HDMI/DVI/S-VIDEO/VGA/BNC

TVM-4200 TruVision LED 42" Full HD Monitor, HDMI/DVI/S-VIDEO/VGA/BNC

LED Monitors Ordering Information



AccessoriesTruVision® Accessories

Interfaces
The ProBridge 2 line provides an interface between 
the Interlogix™ selected DVRs and PTZ domes and 
receiver/drivers.

•  Captures transaction text and associates it with 
recorded video

•  Compatible with select Interlogix DVRs

• Supports Ethernet aTM networks

•  addresses up to 16 aTMs in an aTM network

Coaxial Controller
An invaluable service tool, the coaxial controller 
offers fast, effi cient confi guration and adjustment 
of TruVision motorized lens cameras.

•  Installed in line with the coaxial cable between camera 
and DVR 

•  allows easy access to the camera’s on-screen menu for 
quick confi guration

•  Compatible with the TVB-2104/4104, TVB-2105/4105, 
and TVD-2101/4101 cameras

•  Powered by 2 aaa batteries (not included) or 12VDC

• Part Number: TVS-C100



Universal Mounts
TruVision camera mounts offer a lightweight yet 
durable aluminum construction for installation 
flexibility and long-lasting support.

• Compatible with Interlogix mini dome and wedge cameras

•  High-quality aluminum construction provides added durability 

•  Rugged design supports both outdoor and indoor applications

Universal Mounts Ordering Information

TVD-SNB TruVision Dome Swan Neck Bracket  
(use w/TVD-CB5, TVD-CB3, TVD-CB2)

TVD-PPB TruVision Dome Pendant-Mount Bracket  
(use w/TVD-CB5, TVD-CB3, TVD-CB2)

TVD-CB5A TruVision Integrated Dome 5” Cup Base  
(use w/TruVision IP Outdoor Dome Cameras; TVD-SNB; TVD-PPB)

TVD-CB3 TruVision Dome 3” Cup Base (use w/UVD and TVD-6 Series Analog 
Domes, Indoor TVD-IP; TVD-SNB; TVD-PPB)

TVD-CB2 TruVision Dome 2” Cup Base, Requires TVD-M2-WEBM  
(use w/TVD Low Profile wWedge Mini-domes; TVD-SNB; TVD-PPB)

TVD-M-PMA TruVision Pole Mount Adapter  
(use w/TVD-SNB or TVC-IP Bullet Cameras)

TVD-M2-FM TruVision Indoor Flush Mount  
(use w/Open Standard Series Indoor TVD-IP Domes)

TVD-M-CMA TruVision Corner Mount Adapter for TVD-SNB  
(or TVC-IP Bullet Cameras)

TVD-M2-PNDT TruVision Dome Pendant Mount  
(use w/TVD-CB5, TVD-CB3, TVD-CB2)

TVD-M2-WM TruVision Dome Wall Mount  
(use w/Open Standard Series Indoor TVD-IP Domes)

TVD-M2-WEBM TruVision Wedge Mini-dome Electrical Box Adapter

Power Supplies
TruVision power supplies are designed specifically 
for Interlogix™ cameras, delivering optimal power 
for robust, reliable performance.

• Universal Input Voltage (120VAC/240VAC)

• 4, 8 or 16 High-Output Channels (TVPS DC Series)

• IP66/NEMA4X Rating (TVPS AC Series)

Model Channels Description

TVPS-01-24AC 1 AC Single-Position Outdoor PTZ Power 
Supply, 120/240VAC Input, 24/28VAC 
Output @ 4A

TVPS-16-12DC 16 DC Sixteen (16) Output 12VDC Power Supply, 
12VDC @ 1.125 Amps (18A total)

TVPS-4-12DC 4 DC Four (4) Output 12VDC Power Supply, 
12VDC @ 1.25 Amps (5A total)

TVPS-8-12DC 8 DC Eight (8) Output 12VDC Power Supply, 
12VDC @ 1.06 Amps (8A total)

Power Supplies Comparison Table

Power Supplies Ordering Information
POWER SUPPLIES

TVPS-01-24AC Single-position Outdoor PTZ Power Supply, 
120/240VAC Input, 24/28VAC Output @ 4A 

TVPS-16-12DC Sixteen (16) Output 12VDC Power Supply,  
12VDC @ 1.125 Amps (18A total)

TVPS-4-12DC Four (4) Output 12VDC Power Supply,  
12VDC @ 1.25 Amps (5A total)

TVPS-8-12DC Eight (8) Output 12VDC Power Supply,  
12VDC @ 1.06 Amps (8A total) 



Universal Mounts Comparison Table

IP TVD-1103 Outdoor

IP TVD-3103 Outdoor

IP TVD-1104 Outdoor

IP TVD-3104 Outdoor

IP TVW-1101 Outdoor

IP TVW-1102 Outdoor

IP TVW-3101 Outdoor

IP TVW-3102 Outdoor

IP TVD-M1210W-2B-N(P) Indoor

IP TVD-M1210W-2W-N(P) Indoor

IP TVD-M1210W-2-N(P) Outdoor

IP TVD-M1210V-2-N(P) Indoor

IP TVD-M1225V-2-N(P) Indoor

IP
TVD-M1245E-2M-N(P)

Outdoor Flush-
mount included

IP TVD-M2210V-2-N(P) Indoor

IP TVD-M2210W-4-N(P) Outdoor

IP TVD-M2225V-2-N(P) Indoor

IP TVD-M3210V-2-N-(P) Indoor

IP TVD-M3225V-2-N(P) Indoor

IP TVD-M3245E-2M-N(P) Outdoor

IP TVD-M5225E-3M-N(P) Outdoor

IP TVD-M5225V-4-N(P) Indoor

IP
TVD-N225E-2M-N(P)

Outdoor Flush-
mount included

IP TVD-N245V-2-N(P) Indoor

IP UVD-IP-XP4DNR-VA2-N(P) Outdoor

IP UVD-IP-XP4DNR-VA9-N(P) Outdoor

Class Camera SKU

Flush-
mount

Wall-mount Pendant/ceiling-mount Pole-mount

Suitable for 
outdoor / 
indoor
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Analog TVD-2101 Outdoor

Analog TVD-4102 Outdoor

Analog TVD-5110-3-N(P) Indoor

Analog TVD-5125TE-3-N(P) Outdoor

Analog TVD-6120VE-2-N(P) Outdoor

Analog UVD-6120VE-N(P) Outdoor

Analog UVD-6120VE-2-N(P) Outdoor

Analog UVD-6130VE-2-N(P) Outdoor

Analog UVD-XP4DNR-VA2-N(P) Outdoor

Analog UVD-XP4DNR-VA9-N(P) Outdoor

Analog TVW-2101 Outdoor

Analog TVW-4101 Outdoor

AccessoriesTruVision® Accessories



Comprehensive  
coverage in even  
the most demanding  
environments



TruVision®’s comprehensive solutions are developed and 
supported by Interlogix™, a leading provider of security and 
life safety solutions including advanced video, recording 
and wireless transmission technology. Through an ongoing 
commitment to secure and protect people, property and assets, 
Interlogix continues to develop innovative and reliable products 
that meet the demands of the modern world.

interlogix.com
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