Quick Setup Connect your unit to antenna and TV

Antenna

Connect Antenna
Connect the cable from your antenna to
the From Antenna jack on this unit.

@ Connect to TV — RF Cable
Connect the To TV (RF) jack on
this unit to the ANTENNA IN jack
on your TV using the supplied
RF cable.

Note: Set your TV to channel 3
or4

Connect to TV - Audio/Video
Cable

Connect the AUDIO / VIDEO
jacks on this unit to the AUDIO /
VIDEO input jacks on the TV
using the supplied audio/video
cable.

Note: Set your TV to “Video 17,
“Video”, etc.

Connect Power Cord

Digital TV Tuner Converter Box e Plug the power cord into a power outlet.



Quick Setup

Auto Setup

tuner channels automatically.

Install Guide snmnnse

WELCOME
Thank you for choosing ZENITH.

Before starting. be sure that
the TV antenna is connected.

Inctall Guide senune

Menu Language

Inctall Guide sesnnn

TV Aspect Ratio

Setting up your unit

After the POWER is pressed for the first time to turn on the unit, the Initial Setup Wizard function sets the language, clock and

Step 1 (Welcome Message)

Press > to move to the next
step.

Step 2 (Menu Language)

Use A /v to select a lan-
guage (English, Spanish,
French) then press > to
move to the next step.

Step 3 (TV Aspect Ratio)

Use A /V to select your TV
type then press > to move to
the next step.

et ef et
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Searching for Channels

Press @ to start channel
scan.
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Time Zone

Current Tima
Sun, Jan E 12:00am

Inctall Guide sessns

THANK YOU

Setup is complete.

Step 4 (Searching for
Channels...)

Press @ (Select) to start
auto tuning.

After auto tuning is complete,
press > to move to the next
step.

Step 5 (Time Zone)

Use A /v to select a time
zone then press > to move
to the next step.

Step 6 (Thank You Message)
Press @ (Select) to
finish install guide.
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