
europa    power    breeze

siena wall 
Siena is packed with power. With a 650-CFM blower and ACT™ technology this is a hood with a ver-
satile range of features perfect for any kitchen. With dual-level halogens, a recirculating option and 
Zephyr’s new ICON Touch™ controls, clearing the air is as simple as the touch of a button.

Min.-Max. CFM 200 - 650

Min.-Max. Sones 1 - 6

Min.-Max. CFM 200 - 390 200 - 290

Min.-Max. Sones 1 - 4 1 - 3

TM

CI N T E R N A L  B L OW E R
S TA N DA R D

I N T E R N A L  B L OW E R  w i t h
A I R F L OW  C O N T R O L  T E C H N O L O GY ™

ACT™ is an exclusive  feature built into specific Zephyr hoods which can limit 
the maximum blower CFM to meet local code requirements.
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europa    power    breeze

s i z e 
z s i - e 3 0 a s
z s i - e 3 6 a s

30” 
36”

P e R F O R M a N C e

INTERNAL, MIN.-MAX. BLOWER CFM 200 - 650

I N T E R N A L ,  M I N . - M A X .  S O N E S 1 - 6

C O l O R

S TA I N L E S S  S T E E L SS

F e at u R e s

A C T ™ Yes

C O N T R O L S ICON Touch™

S p E E D  L E v E L S 5*

5  M I N u T E  A u T O  D E L AY- O F F Yes

L I G H T I N G Halogen, 50W x 2

D u A L  L E v E L  L I G H T I N G Yes

F I LT E R S Hybrid Baffles x 2

R E C I R C u L AT I N G  O p T I O N Yes

EXTENSION DuCT COvER OpTION Yes, up to 12’ Ceiling

d u C t  s P e C i F i C at i O N s

v E R T I C A L  -  I N T E R N A L 8” Round

H O R I Z O N TA L  -  I N T E R N A L NA

a C  P O w e R 120v, 60Hz at Max. 5A

O P t i O N a l   a C C e s s O R i e s

R E C I R C u L AT I N G  k I T ZRC-00SI

E X T E N S I O N  D u C T  C O v E R Z1C-00SI

u N I v E R S A L  M A k E - u p  A I R  k I T MuA008A

M O u N t i N g  h e i g h t * * 26” - 34”

wa R R a N t Y 3 Years parts, 1 Year Labor

siena wall  |  europa

C e i l i N g  h e i g h t 8’ 8.5’ 9’ 9.5’ 10’ 10.5’ 11’ 12’

staNdaRd  
duCt COVeR

Ducted Mounting Height** 26”-32.5” 26”-34” 30”-34” NA NA NA NA NA

Recirc. Mounting Height** 26”-28” 26”-34” 30”-34” NA NA NA NA NA

eXteNsiON  
duCt COVeR

Ducted Mounting Height** NA NA NA 26”-31.5” 26”-34” 26”-34” 26”-34” 28”-34”

Recirc. Mounting Height** NA NA NA 26”-27” 26”-33” 26”-34” 26”-34” 28”-34”

TOP

FRONT

SIDE 

STANDARD 
min. ducted - 27 1/2”
min. recirc. - 32”
max. - 42”

Z1C-00SI
min. ducted - 46 1/2”
min. recirc. - 51”
max. - 79”
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*When ACT™ is enabled the maximum speed levels will change. ACT 390 CFM = 4 speeds and ACT 290 CFM = 3 speeds.
**Mounting height refers to distance between top of a 36” tall cooking surface and bottom of hood.

Specifications subject to change, check zephyronline.com for up-to-date information.


