INSTRUCTION MANUAL

SONANCE LANDSCAPE SERIES
MARINER® SINGLE-STEREO
OUTDOOR SPEAKERS

INTRODUCTION

Thank you for purchasing Sonance Mariner weather-resistant speakers.
When properly installed, these speakers will give you many years of
outdoor entertainment pleasure. To get the most out of your new
speakers, please read this manual thoroughly before you begin installation.

The directions in this manual apply to the Mariner 62SS and Mariner
52SS models.

PARTS LIST

Your Sonance Mariner speakers include the following:

* (1) Plastic inserts (to fill bracket
indentations when mounting
brackets are not used)

* (1) Sonance Mariner SS speaker
* (1) Grilles
+ (1) Wiring terminal covers

* (1) H
* (1) Fastmount Bracket (1) Hardware package

* (2) Mounting bracket base halves

SPEAKER PLACEMENT

Sonance Mariner SS speakers combine the outputs of your amplifier’s
left and right stereo channels, and play both stereo channels from just
one speaker. A single Mariner SS speaker to deliver outstanding perfor-
mance in areas where listeners will be moving around, or where a pair of
stereo speakers would be impractical.

The Mariner SS speakers are highly weather-resistant, and when mount-
ed outdoors will perform exceptionally well for years even under adverse
weather conditions.

The new Mariner mounting system makes it easy to mount the speakers
in a variety of positions and locations:

Against a wall Under an eave

(flush)

Against a wall
(angled, with base)

[ — 1

In a corner

On a pole

SONANCE’

The best performance is obtained by placing the speaker at ear level,
facing the listeners.

« If you are mounting the speaker above or below ear level, pivot it up or
down to direct the sound towards the listeners.

*You can orient the speaker either horizontally or vertically without
affecting the sound quality.

CONNECTING AND ASSEMBLING THE SPEAKERS

WARNING: Turn the amplifier’s power OFF until you have
completed all of the connections and have determined that they are
correct. (If the amp’s AC plug is accessible we recommend that
you unplug it from the wall outlet to avoid accidental turn-on and
possible damage to the amplifier.)

1. In most cases you will be able to attach the mounting bracket directly
to the mounting surface. Runthe ass wire
speaker wires from the amplifier to  through hole\
the speaker location and through = >
the hole in the mounting bracket
(and mounting base, if used).

Note: To increase water resistance
and make installation easier, the
speaker wire terminals are located on
the Mariner speakers’ front panel. Be
sure to leave enough wire at the
speaker location to feed through the
tunnel in the speaker enclosure and
connect to the terminals on the front.

2. Attach the mounting bracket to
the mounting surface using hard-
ware (not included) that is appro-
priate for the type of surface.

2. Attach \
bracket

« If the installation requires that
the speaker be mounted in a
corner, attach the bracket with
hardware through the slots in
the angled corners as shown
to the right.

3. Corner
mounting
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3.If the installation requires that the speaker be mounted vertically and
that it pivot in the vertical dimension (or be mounted horizontally
and pivot in the horizontal dimension), you must use the included
mounting base in addition to the bracket:

3a. Run the speaker wire through the hole in the wall half of the base.

3b. Attach the wall half of the base to the mounting surface using
hardware (not included) that is appropriate for the type of surface.
3c. Pass the speaker wire through the slot in the bracket half of the base.

3d. Use the included hardware and allen wrench to assemble the base
halves.

gb: Attach y -
ase to _-
mounting

surface

3a: Pass wire

3d: Insert screw
through slot and
thread into
base

Base
(Wall Half)

Base
(Bracket Half)

Lock
washer Washer

Base
(Wall Half)

/ Base
(Bracket Half)

3e: Pass wire through bracket and attach

3e. Use the included 4 self-tapping bracket to base
screws to attach the bracket to ,
\ =
the mounting base. n——

+ Before attaching the bracket to S~ L
the base, pass the speaker wire
through the hole in the center
of the bracket.

+To adjust the speaker, loosen
the hex screw with the sup-
plied allen wrench, pivot the
bracket/base and tighten the
hex screw.

4.1f the installation requires that
the speaker be mounted on a
pole you can attach the brackets
to the pole using 2%2” U-bolts
(not included).

4. Attaching the
bracket to a pole 3

5. Feed the speaker wires from the 5, Wire
bracket into the wire entry entry
grommet on the back of the grommet
speaker, through the wire tun-
nel and out the opening on the
speaker’s front panel.

+ The grommet forms a water-
resistant seal around the speaker wire.

*Make sure there is enough slack in the wire to allow
the speaker to pivot on the bracket.

6. Slide the speaker onto the bracket until the locks snap into place.

« Pull enough wire through the front of the speaker to allow connec-
tion to the terminals.

6. Attach speaker
to bracket

7. Connect the speaker wires to the speaker’s terminals:

a. Strip about Y2” of insulation from each conductor and twist the
strands together or tin them with solder.

b. Press-down on the tops of the connectors to open them.
c. Insert the wires into the connector holes as shown.

d. Release the connectors.

7. Connection
terminals

+ The binding post connectors can accept wire up to 14 gauge.
* Double-check that you connected all of the wires properly (amplifier
‘+ to speaker ‘+’; amplifier - to speaker ‘=) at all connections.

IMPORTANT: Be sure not to let any stray ‘+’ and -’ wires touch each
other. Touching wires can cause a short-circuit that could damage
your amplifier.
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8. Fit the wiring connector cover into the recess in the speaker’s front
panel. The cover should fit tightly, but can be removed and replaced if
the speaker needs to be disconnected.

9. Fit the grille onto the speaker.

* The Sonance logo can be removed, rotated 90° and replaced in its
centering dimple. This maintains the correct logo orientation on a
speaker that is mounted vertically.

8. Attach 9. Attach
the the grille
connector
cover

)

10. If you're placing the speaker on a shelf without using the bracket,
attach the 2 plastic inserts to the speaker’s top and bottom ends so
they snap into place.

« If you wish to mount the speaker on its bracket at a later time you can
remove the inserts by pulling-down the tabs behind the grille.
Note: All Sonance Mariner speakers are compatible with Omnimount 20.5
Series speaker brackets. The 20.5 series includes several different mounts
that accommodate a wide range of different mounting requirements. For
more information contact your Sonance Authorized dealer or go to
www.omnimount.com.

WIRE GAUGE

Extra resistance in the speaker wire can make a speaker sound less
dynamic and reduce definition of the bass frequencies. In extreme cases,
it can even attenuate high frequencies. Also, amplifier power is wasted in
wire with extra resistance, reducing your system’s maximum output level.

To prevent degrading sound quality, the total wire resistance should be
less than 10% of the speaker’s impedance. This means that for an 8-ohm
speaker, the total resistance of the wire should be less than 0.8 ohms.

Refer to the following table when selecting the proper wire gauge for
your system:

Wire resistance in Ohms vs. length of cable run

Distance in Feet | 50' |100'| 150' 200'| 250' 300"
20 gauge 1.04 | 2.07 | 3.11 | 414 | 5.18 | 6.22
18 gauge .65 | 1.30 | 1.96 | 2.61 | 3.26 | 3.91
16 gauge 41 | .82 | 1.22 | 1.63 |2.04 |2.45
14 gauge 26 | .52 | .77 | 1.03 | 1.29 | 1.55
12 gauge 16 | 32 | 49 | .65 | .81 | .97
10 gauge 10 | 20 | 31 | 41 | 51 | 61

PAINTING THE SPEAKER AND GRILLE

All Mariner speakers feature a tough polypropylene enclosure that can
be painted. Sonance recommends using a weather-resistant outdoor
paint and a spray gun to paint the Mariner speakers.

1. If it has already been installed, remove the grille from the speaker.

2. To protect the speaker driver units during painting, place the grille on
a piece of cardboard and trace around its outline. Then cut the card-
board just inside of the trace line and fit this “paint plug” into the
speaker’s baffle. (Be careful not to damage the driver components
while fitting the paint plug.)

3.Paint the speaker the desired color according to the paint
manufacturer’s instructions. Remove the paint plug after the paint has
thoroughly dried.

4. Remove the Sonance logo before painting the grille. Paint the grille
separately from the speaker using very thin paint (5:1 thinner:paint

ratio). Avoid plugging the grille holes with excess paint.

5. After the paint has thoroughly dried, re-attach the Sonance logo
to the grille and attach the grille to the speaker.

PIVOTING THE SPEAKER

You can rotate the speaker in the bracket to
direct the sound towards the listeners.

UNLOCK
(towards rear
of speaker)

1. Unlock the slide locks on
the speaker pivots by

moving them towards the
rear of the speaker.

2. Rotate the speakers to the

desired position.

3.Lock the slide locks by
moving them towards the
front of the speaker.

LOCK

(towards front
of speaker)

SPECIFICATIONS

Mariner 62SS

Tweeter:
Woofer:

Frequency Response:
Impedance:

Power Handling:
Sensitivity:

Grille Material:

Dimensions (Hx W x D):

Shipping Weight:

Mariner 52SS

Tweeter:
Woofer:

Frequency Response:
Impedance:

Power Handling:
Sensitivity:

Grille Material:

Dimensions (Hx W x D):

Shipping Weight:

Two 1”7 (25mm) Polyurethane dome

6'2” (165mm) One-piece black Polypropylene cone with
a rubber surround, dual voice coil

55Hz — 20kHz +3dB

8 ohms nominal; 6 ohms minimum

5 watts minimum; 80 watts maximum

89dB SPL (2.83V/1 meter)

Perforated aluminum;

127 x 7%” x 7'5” (305mm x 191mm x 181mm)
7 Ibs (3.2 KG) per each

Two 17 (25mm) Polyurethane dome

5Y4” (133mm) One-piece black Polypropylene cone with
a rubber surround, dual voice coil

65Hz — 20kHz +3dB

8 ohms nominal; 6 ohms minimum

5 watts minimum; 70 watts maximum

88dB SPL (2.83V/1 meter)

Perforated aluminum

10%4” x 6% x 67 (260mm x 165mm x 153mm)
6 Ibs (2.75 KG) per each



LIMITED FIVE (5) YEAR WARRANTY

Sonance warrants to the first end-user purchaser that this Sonance-brand product (“Product”), when purchased from an authorized Sonance
Dealer/Distributor, will be free from defective workmanship and materials for the period stated below. Sonance will at its option and expense during
the warranty period, either repair the defect or replace the Product with a new or remanufactured Product or a reasonable equivalent.

EXCLUSIONS

TO THE EXTENT PERMITTED BY LAW, THE WARRANTY SET FORTH ABOVE IS IN LIEU OF, AND EXCLUSIVE OEF ALL OTHER
WARRANTIES, EXPRESS OR IMPLIED, AND IS THE SOLE AND EXCLUSIVE WARRANTY PROVIDED BY SONANCE. ALL OTHER EXPRESS
AND IMPLIED WARRANTIES, INCLUDING THE IMPLIED WARRANTIES OF MERCHANTABILITY, IMPLIED WARRANTY OF FITNESS
FOR USE, AND IMPLIED WARRANTY OF FITNESS FOR A PARTICULAR PURPOSE ARE SPECIFICALLY EXCLUDED. No one is authorized
to make or modify any warranties on behalf of Sonance.

The warranty stated above is the sole and exclusive remedy and Sonance’s performance shall constitute full and final satisfaction of all obligations,
liabilities and claims with respect to the Product. IN ANY EVENT, SONANCE SHALL NOT BE LIABLE FOR CONSEQUENTIAL, INCIDENTAL,
ECONOMIC, PROPERTY, BODILY INJURY, OR PERSONAL INJURY DAMAGES ARISING FROM THE PRODUCT, ANY BREACH OF THIS
WARRANTY OR OTHERWISE.

This warranty statement gives you specific legal rights, and you may have other rights which vary from state to state. Some states do not allow the
exclusion of implied warranties or limitations of remedies, so the above exclusions and limitations may not apply. If your state does not allow
disclaimer of implied warranties, the duration of such implied warranties is limited to period of Sonance’s express warranty.

Your Product Model and Description: Landscape Series Mariner Speakers
Warranty Period for this Product: Five (5) years from the date on the original sales receipt or invoice or other satisfactory proof of purchase.

Additional Limitations and Exclusions from Warranty Coverage: The warranty described above is non-transferable, applies only to the initial
installation of the Product, does not include installation of any repaired or replaced Product, does not include damage to allied or associated
equipment which may result for any reason from use with this Product, and does not include labor or parts caused by accident, disaster, negligence,
improper installation, misuse (e.g. overdriving the amplifier or speaker, excessive heat or cold or humidity), or from service or repair which has not
been authorized by Sonance.

Obtaining Authorized Service: To qualify for the warranty, you must contact your authorized Sonance Dealer/Installer or call Sonance Customer

Service at (800) 582-0772 within the warranty period, must obtain a return merchandise number (RMA), and must deliver the Product to Sonance
shipping prepaid during the warranty period, together with the original sales receipt, or invoice or other satisfactory proof of purchase.

SONANCE’

©2008 Sonance. All rights reserved.
Sonance and Sonance Mariner are registered trademarks of Dana Innovations.

Sonance ¢ 212 Avenida Fabricante + San Clemente, CA 92672-7531, USA « (800) 582-7777 or (949) 492-7777 + FAX: (949) 361-5151 + Technical Support: (800) 582-0772

WWWwW.SsSonamntc¢e.com

33-3792 110608Final




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


